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Radar Altimetry Tutorial 

Introduction  

 

Predicting climate, monitoring mean sea level, river and lake levels, global warming, El Niño and La 

Niña events, marine currents and ocean circulation, tides, geoid estimates, wind, wave and marine 

meteorology models, ice sheet topography and sea ice extent, etc. Radar altimetry can provide such 

a wealth of information -- and more -- from its measurements. 

 

This Radar Altimetry Tutorial describes applications, examples (data use cases) and techniques, 

including standard data processing, as well as the various satellite missions that have carried, are 

carrying or will  carry a radar altimeter onboard, plus a range of altimetry products (data, software and 

documentation). 

 

A Broadview Radar Altimetry Toolbox is also available. This is a collection of tools and documents 

designed to facilitate the use of radar altimetry data. It can read most distributed radar altimetry data, 

from ERS-1 & 2, Topex/Poseidon, Geosat Follow-on, Jason-1 and 2, Envisat to the CryoSat mission, 

and can perform processing and data editing, extraction of statistics, and visualisation of results. 
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1 Toolbox 

 

 

Figure 1.1. BRAT logo under GPL license 

The Broadview Radar Altimetry Toolbox is a tool designed to use radar altimetry data. It is available 

in 32-bit and 64-bit versions for Windows, Mac OS X and Linux. The Broadview Radar Altimetry 

Tutorial and Toolbox is a joint project between ESA and CNES to develop an open source tool (GPL-

3) freely available to all the altimetry community. 

The toolbox is able to: 

¶ to read all altimetry data from official data centres, from ERS-1 and 2, Topex/Poseidon, Geosat 

Follow-on, Jason-1, Envisat, Jason-2, Cryosat and Sentinel-3, from Sensor Geophysical Data 

Record to gridded merged data 

¶ to do some processing and computations 

¶ to visualise the results 

1.1 Download Now 
¶ Download the auto-installer (http://www.altimetry.info/install) for Linux, MacOS or Windows 

¶ User manual (pdf, 3.5 MB, http://www.altimetry.info/filestorage/brat_user_manual.pdf ) 

¶ For installing the toolbox please read the quick installation details 

(http://www.altimetry.info/filestorage/INSTALL) or read the installation section of the user 

manual 

¶ To test the toolbox, you can download data samples (http://www.altimetry.info/toolbox/brat-

data-samples/) 

¶ See also the section Error! Ref erence source not found., for examples of altimetry uses with 

RAT (mostly) 

¶ Practical material can be downloaded from  http://www.altimetry.info/radar-altimetry-

tutorial/training-material/ 

 

1.2 Current  Release 

The current version of the Broadview Radar Altimetry Toolbox is v4.2.1, released in June 2018.  

The following improvements have been added to BRAT: 

¶ Dimensions consistency check of all operation parameters 

¶ Correction of map distance tool for all latitudes and projections 

¶ Improved visualization of X axis, supporting multiple dimensions 

¶ Support user defined variables for filtering parameters 

¶ Addition of aliases for SIR_SAR_2 

http://www.altimetry.info/install
http://www.altimetry.info/filestorage/brat_user_manual.pdf
http://www.altimetry.info/toolbox/brat-data-samples/
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¶ Support information accessible from about box 

¶ Updated licensing information 

See the complete change log (http://www.altimetry.info/filestorage/README) for full  details of the 

changes in the different versions. 

To report any bug with the software, please use the toolbox GitHub account bugs 

(https://github.com/BRAT-DEV/main/issues) form (preferred way) or send us an email via the 

Helpdesk (http://www.altimetry.info/helpdesk/). If  you have any questions or suggestions for 

improvements please contact us using the Helpdesk, and also check out the Forums 

(http://www.altimetry.info/?forum=altimetry-forum-2) in case that someone has already experienced 

the same problem. 

1.3 Toolbox Design 

The Broadview Radar Al timetry Toolbox can be divided into four main components: 

1. Data reading (also called ñingestionò) 

1. Processing routine functions 

2. Visualisation functions 

3. Graphic User Interface (GUI) 

The structure is onionskin: each layer using the previous ones, and being available to be used without 

the ones above (e.g. you use the processing routines, which read data with the data ingestion tools, 

without using either the visualisation or the GUI). The GUI is using the other layers, and is available 

for current versions of Windows and Linux operating systems. 

The reading (or ñingestionò) tools are a data dictionary, based on handbooks and data structures. 

They free the users of looking at each and every data format, byte by byte, to be able to read their 

products. The user can select several data files to work on them at the same time. They can be 

combined if  they are of the same kind (same level, same mission or format). Once a dataset is chosen, 

the user is able to select a geographical area subset chosen by its minimum and maximum longitude 

and latitude, and/or a temporal subset by its start and end dates, and this for any type of data. 

Processing functions are also available, to combine data fields (e.g. addition/subtraction needed to 

compute sea surface height from satellite altitude, altimetric range and corrections), select them (e.g. 

data editing to edit out-of-range values), etc. Such formulas can be saved for future use. The toolbox 

processed outputs are saved in NetCDF, and can be exported in either NetCDF, ASCII or GeoTIFF 

(with a Google Earth export feature). All  processing is made through command files where all the 

parameters are indicated (even when using the GUI, with which the files are automatically generated). 

Once processed, the BRAT outputs can be visualised, whether one parameter against one other or 

against two others (typically, classical maps, including several cartographic projections, but also 

dispersion plots, or waveforms). For all modes, title and comments can be written by the user. The 

user is able to choose a colour scale among a pre-defined set. A ñdo-your-own colour scaleò tool is 

also provided. Plots can be saved in raster (.gif, .png, .tif, .jpg) format. 

The graphic user interface is an interactive interface, to provide the user with an easy-to-use tool. It 

enables to use all the above components without writing a single line of programme or command 

files. In that frame, users are able to save the data context for future work: they are able to save their 

set preferences for future uses, under a user-defined name, the area, period, mission, colour scale, 

type of visualisation and the parameters combinations they might have defined. 

http://www.altimetry.info/filestorage/README
https://github.com/BRAT-DEV/main/issues
http://www.altimetry.info/helpdesk/
http://www.altimetry.info/?forum=altimetry-forum-2
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1.4 BRAT Data samples  

Here are samples of data read by the toolbox 

¶ Level 1B and 2 data  

o Envisat (54 MB) (updated April  2011) 

o ERS-1 (OPRs) (178 KB) 

o ERS-2 (OPRs) (144 KB) 

o ERS-2 (WAPs) (5.8 MB) 

o GFO (GDRs) (182 KB) 

o Jason-1 (16 MB) 

o Jason-2 (32 MB) 

o Topex/Poseidon (GDR-M) (327 KB) 

o Topex waveforms (16 MB) 

o Cryosat 2 (15.4 MB) (updated April  2011) 

¶ Higher-level data  

o River & Lake (ESA) (6 KB) 

o Aviso (level 3 and 4) (39 MB) 

o Podaac (level 3) (633 KB) 

¶ Datasets used in training kits 

o CryoSat 2 and Sentinel 3 from SARvatore GPOD (150MB) 

o TUDelft training (230MB) 

o 4th ESA Advanced Training on Ocean Remote Sensing (25 MB) 

  

For more data of the kind, please contact the relevant data distribution centre (see the Data product 

fact sheets for names and links). 

  

http://www.altimetry.info/filestorage/data_samples/envisat.zip
http://www.altimetry.info/filestorage/data_samples/ers1_opr.zip
http://www.altimetry.info/filestorage/data_samples/ers2_opr.zip
http://www.altimetry.info/filestorage/data_samples/ers2_wap.zip
http://www.altimetry.info/filestorage/data_samples/gfo.zip
http://www.altimetry.info/filestorage/data_samples/jason1.zip
http://www.altimetry.info/filestorage/data_samples/jason2.zip
http://www.altimetry.info/filestorage/data_samples/topex-poseidon.zip
http://www.altimetry.info/filestorage/data_samples/Topex_SDR.zip
http://www.altimetry.info/filestorage/data_samples/Cryosat2.zip
http://www.altimetry.info/filestorage/data_samples/riverlake.zip
http://www.altimetry.info/filestorage/data_samples/aviso.zip
http://www.altimetry.info/filestorage/data_samples/podaac.zip
https://drive.google.com/file/d/1YAVxvMjIzu2tZ3p6woBu68Tfe4_-6xlZ/view?usp=sharing
https://drive.google.com/open?id=0B2-IGHnWA7ceZURrSTF4OHplVnM
https://drive.google.com/open?id=1XoCqXMPD24QHfN4fWytdgM00QD6fPMTG
http://www.altimetry.info/data-access/
http://www.altimetry.info/data-access/
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2 Code Access  

 

 

Figure 2.1 Github logo 

BRAT is an open source software with a GPL-3 license type. Its source code is publicly available on-

line in a dedicated GitHub repository. Contributions from the altimetry community to the code are 

encouraged and everyone can propose new code to be committed to the master branch via the pull 

requests feature from GitHub. If  you have tailored the code, or added new functionality to the tool 

for your work, chances are that there are others that would find it useful as well. We therefore urge 

you to share your work with the whole community and use the GitHub features for collaborative 

coding. You can also check out useful discussions with other users of the tool in our portal Forum. 

In order to access the code it is required to create an account on GitHub, for which only a valid email 

is required. The account is completely free and does not require any additional information. The 

BRAT repository is public and all code can be seen by any GitHub user, however if  you wish to 

contribute to the code, after creating the account, you will  need to request to be a member of the 

BRAT project, which will  then allow you to create branches, perform commits and raise pull requests. 

Each pull request shall be reviewed and discussed with the author by a panel of specialists. This panel 

of specialists controls the final decision on the merging of the changes to the master branch for 

incorporation into the next release of the software. 

In addition any bugs found in the code can be raised on BRATôs GitHub integrated issue tracking 

system by anyone with a GitHub account, where the developers will  provide feedback to the issues 

raised. Issues and suggestions for improvements of the tool can also be raised via our Helpdesk. 

You can find information about the installation and compilation steps here. 

  

https://github.com/BRAT-DEV/main
https://github.com/features
https://github.com/features
http://www.altimetry.info/radar-altimetry-tutorial/how-altimetry-works/
https://github.com/join
https://github.com/BRAT-DEV
https://github.com/BRAT-DEV/main/issues
http://www.altimetry.info/helpdesk/
https://github.com/BRAT-DEV/main/blob/master/INSTALL
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3 Data Access  
 

 

Name Mission Level Organisation Acces 

Sentinel-3 Pre-

Operations Data 

Hub 

Sentinel-3 L1A-L1BS-

L1B-L2 

ESA - 

COPERNICUS 

web Open 

CODA Copernicus 

Online Data 

Access 

Sentinel-3  EUMETSAT - 

COPERNICUS 

web Registration 

Sea Level CCI Multimission 

Merged 

L3-L4 ESA web Registration 

EOPI CryoSat-2 FBR-L1B-

L2 

ESA form Registration 

EOPI Envisat L2/GDR ESA form Registration 

EOPI ERS-1 ERS-2 GDR 

REAPER 

ESA form Registration 

AVISO Jason-2 L2/IGDR-

PISTACH 

CNES ftp Anonymous 

Jason-1 L1 -L2 CNES ftp Anonymous 

Jason-2 L1 -L2 CNES ftp Anonymous 

SARAL L1 -L2-L3 CNES ftp Anonymous 

HY-2 L2 CNES ftp  

Topex-Poseidon L2 CNES ftp Anonymous 

RADS Geosat L2 DEOS-TU Delft web Registration 

ERS-1 L2 DEOS-TU Delft web Registration 

ERS-2 L2 DEOS-TU Delft web Registration 

Topex/Poseidon L2 DEOS-TU Delft web Registration 

GFO-1 L2 DEOS-TU Delft web Registration 

Jason-1 L2 DEOS-TU Delft web Registration 

Enviat L2 DEOS-TU Delft web Registration 

Jason-2 L2 DEOS-TU Delft web Registration 

CryoSat-2 L2 DEOS-TU Delft web Registration 

SARAL L2 DEOS-TU Delft web Registration 

Jason-2 L2 DEOS-TU Delft web Registration 

Sentinel-3 L2 DEOS-TU Delft web Registration 

PO.DAAC Jason-3  L2/GPS-

OGDR 

NASA ftp Anonymous 

SARAL L2 NASA ftp Anonymous 

TOPEX L1B-L2 NASA ftp Anonymous 

Jason-2 L2 NASA ftp Anonymous 

Multimission L4 dynamic 

topo 

NASA ftp Anonymous 

Multimission L4 SSH grid NASA ftp Anonymous 

GEOS3 L2 NASA ftp Anonymous 

Envisat and Jason-

2  

L2 ALES NASA ftp Anonymous 

Jason-1 L2 NASA ftp Anonymous 

https://scihub.copernicus.eu/s3/#/home
https://www.eumetsat.int/website/home/Data/DataDelivery/CopernicusOnlineDataAccess/index.html
http://www.esa-sealevel-cci.org/products
https://earth.esa.int/web/guest/-/how-to-access-cryosat-data-6842
https://earth.esa.int/web/guest/-/ra-2-geophysical-data-record-1470
https://earth.esa.int/web/guest/-/radar-altimeter-reaper-geophysical-data-record-gdr
ftp://ftp.aviso.altimetry.fr/pub/oceano/pistach/J2/IGDR/
ftp://avisoftp.cnes.fr/AVISO/pub/jason-1/
ftp://avisoftp.cnes.fr/AVISO/pub/jason-2/
ftp://avisoftp.cnes.fr/AVISO/pub/saral
ftp://avisoftp.cnes.fr/AVISO/pub/topex-poseidon/
http://rads.tudelft.nl/rads/data/authentication.cgi
http://rads.tudelft.nl/rads/data/authentication.cgi
http://rads.tudelft.nl/rads/data/authentication.cgi
http://rads.tudelft.nl/rads/data/authentication.cgi
http://rads.tudelft.nl/rads/data/authentication.cgi
http://rads.tudelft.nl/rads/data/authentication.cgi
http://rads.tudelft.nl/rads/data/authentication.cgi
http://rads.tudelft.nl/rads/data/authentication.cgi
http://rads.tudelft.nl/rads/data/authentication.cgi
http://rads.tudelft.nl/rads/data/authentication.cgi
http://rads.tudelft.nl/rads/data/authentication.cgi
http://rads.tudelft.nl/rads/data/authentication.cgi
ftp://podaac-ftp.jpl.nasa.gov/SeaSurfaceTopography/jason3
ftp://podaac-ftp.jpl.nasa.gov/SeaSurfaceTopography/saral/preview/L2/XOGDR-SSHA/
ftp://podaac-ftp.jpl.nasa.gov/SeaSurfaceTopography/topex
ftp://podaac-ftp.jpl.nasa.gov/SeaSurfaceTopography/ostm/preview/L2/GPS-OGDR/
ftp://podaac-ftp.jpl.nasa.gov/SeaSurfaceTopography/aviso/L4/
ftp://podaac-ftp.jpl.nasa.gov/SeaSurfaceTopography/merged_alt/L4/cdr_grid/
ftp://podaac-ftp.jpl.nasa.gov/SeaSurfaceTopography/geos3/L2/
ftp://podaac-ftp.jpl.nasa.gov/SeaSurfaceTopography/coastal_alt/L2/ALES/
ftp://podaac-ftp.jpl.nasa.gov/SeaSurfaceTopography/jason1/L2/
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ODES: Online 

Data Extraction 

Service 

Different missions L2 CNES web Registration 

AVISO 

Ssalto/Duacs 

Multimission L3 CNES ftp Registration 

AVISO Jason-2 L2/IGDR-

PISTACH 

CNES ftp Anonymous 

Jason-1 L1 -L2 CNES ftp Anonymous 

Jason-2 L1 -L2 CNES ftp Anonymous 

SARAL L1 -L2-L3 CNES ftp Anonymous 

HY-2 L2 CNES ftp Anonymous 

Topex-Poseidon L2 CNES ftp Anonymous 

CTOH Center for 

Topographic 

studies of the 

Ocean and 

Hydrosphere 

ERS-2 L2 CNES form Registration 

Envisat, Jason-1 

and Jason-2 

L2 CTOH CNES web Free access 

, CryoSat-2 L2 CNES form Registration 

ERS-1, ERS-2, 

Envisat, TOPEX, 

Jason-1, Jason-2, 

CryoSat-2 SARAL 

WET 

Tropospheric 

correction 

U. Porto form Registration 

Haiyang-2 data 

center 

HY-2 L2-L3 NSOAS form Registration 

CCAR Multimision L3 University of 
Colorado 

web Free access 

CERSAT Envisat, Jason, 

Topex, Merged 

L3 Rain Ifremer ftp Anonymous 

 

 

 

  

http://odes.altimetry.cnes.fr/
https://www.aviso.altimetry.fr/en/data/product-information/information-about-mono-and-multi-mission-processing/ssaltoduacs-multimission-altimeter-products/access-ssaltoduacs-products.html
ftp://ftp.aviso.altimetry.fr/pub/oceano/pistach/J2/IGDR/
ftp://avisoftp.cnes.fr/AVISO/pub/jason-1/
ftp://avisoftp.cnes.fr/AVISO/pub/jason-2/
ftp://avisoftp.cnes.fr/AVISO/pub/saral
ftp://avisoftp.cnes.fr/AVISO/pub/topex-poseidon/
http://ctoh.legos.obs-mip.fr/products/alongtrack-data/ers-2
http://ctoh.legos.obs-mip.fr/products/alongtrack-data/datarequest
http://ctoh.legos.obs-mip.fr/products/cryosat-2
http://ctoh.legos.obs-mip.fr/products/coastal-products/gpd-wet-tropospheric-correction
http://www.nsoas.gov.cn/NSOAS_En/Products/3.html
https://eddy.colorado.edu/ccar/ssh/nrt_gom_grid_viewer
ftp://ftp.ifremer.fr/ifremer/cersat/products/gridded/rain-alt/data/
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4  Webs / Documents 

4.1 Documentation 

¶ (M)SLA and (M)ADT Near-Real Time and Delayed Time Products AVISO 

¶ Jason-1 Sea Surface Height Anomaly Product ï JPL/PO.DAAC Userôs Reference Manual PO.DAAC 

¶ TOPEX/POSEIDON Sea Surface Height Anomaly Product ï JPL/PO.DAAC Userôs Reference Manual 

PO.DAAC 

¶ Level 3 rain products from dual frequency altimeters: RAIN-ALT products ï User Manual CERSAT 

¶ Altimeter & Microwave Radiometer ERS Products ï User Manual CERSAT 

¶ Altimeter waveform product ALT.WAP compact user guide ESA 

¶ EnviView User Guide ESA 

¶ RA2-MWR Product Handbook ESA 

¶ Guide to programs to read and write Envisat altimetry products ESA 

¶ User handbook for POSEIDON Waveforms product AVISO 

¶ CryoSat product Handbook ESA 

¶ Sentinel 3 user handbook ESA 

 

4.2 Software 

¶ Broadview Radar Altimetry Toolbox CNES/ESA 

¶ PublicReadBinairies AVISO 

¶ SSHA software PO.DAAC 

¶ OPR reading software CERSAT 

¶ Modified Chelton-Wentz model DEOS 

¶ EnviView ESA 

¶ Envisat L2 RA2-MWR Products Read and Write Software ESA 

¶ Convert programs for waveforms POSEIDON products AVISO 

 

  

http://www.altimetry.info/webs-documents/msla-and-madt-near-real-time-and-delayed-time-products/
http://www.altimetry.info/glossary_/aviso/
http://www.altimetry.info/webs-documents/jason-1-sea-surface-height-anomaly-product-users-reference-manual/
http://www.altimetry.info/webs-documents/topexposeidon-sea-surface-height-anomaly-product-users-reference-manual/
http://www.altimetry.info/webs-documents/level-3-rain-products-from-dual-frequency-altimeters-rain-alt-products/
http://www.altimetry.info/glossary_/cersat/
http://www.altimetry.info/webs-documents/altimeter-microwave-radiometer-ers-12-products-user-manual/
http://www.altimetry.info/glossary_/cersat/
http://www.altimetry.info/webs-documents/altimeter-waveform-product-alt-wap-compact-user-guide/
http://www.altimetry.info/glossary_/esa/
http://www.altimetry.info/webs-documents/enviview-user-guide/
http://www.altimetry.info/glossary_/esa/
http://www.altimetry.info/webs-documents/ra2-mwr-product-handbook/
http://www.altimetry.info/glossary_/esa/
http://www.altimetry.info/webs-documents/guide-to-programs-to-read-and-write-envisat-altimetry-products/
http://www.altimetry.info/glossary_/esa/
http://www.altimetry.info/webs-documents/user-handbook-for-poseidon-product/
http://www.altimetry.info/glossary_/aviso/
https://earth.esa.int/documents/10174/125272/CryoSat_Product_Handbook
https://sentinel.esa.int/web/sentinel/user-guides/sentinel-3-altimetry
http://www.altimetry.info/webs-documents/basic-radar-altimetry-toolbox/
http://www.altimetry.info/glossary_/cnes/
http://www.altimetry.info/glossary_/esa/
http://www.altimetry.info/webs-documents/publicreadbinaries/
http://www.altimetry.info/glossary_/aviso/
http://www.altimetry.info/webs-documents/sea-surface-height-anomaly-software/
http://www.altimetry.info/webs-documents/ocean-product-reading-software/
http://www.altimetry.info/glossary_/cersat/
http://www.altimetry.info/webs-documents/modified-chelton-wentz-model/
http://www.altimetry.info/glossary_/deos/
http://www.altimetry.info/webs-documents/enviview/
http://www.altimetry.info/glossary_/esa/
http://www.altimetry.info/webs-documents/envisat-l2-ra2-mwr-products-read-and-write-software/
http://www.altimetry.info/glossary_/esa/
http://www.altimetry.info/webs-documents/convert-programs-for-waveforms-poseidon-products/
http://www.altimetry.info/glossary_/aviso/
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5 An overview of Altimetry  

This Radar Altimetry Tutorial describes applications, examples (data use cases) and techniques, 

including standard data processing, as well as the various satellite missions that have carried, are 

carrying or will  carry a radar altimeter onboard, plus a range of altimetry products (data, software and 

documentation). 

 

Altimetry is basically a technique for 

measuring height. Satellite radar altimetry 

measures the time taken by a radar pulse to 

travel from the satellite antenna to the 

surface and back to the satellite receiver. 

Moreover, this measurement yields a 

wealth of other information that can be used 

for a wide range of applications. 

Figure 5.1. Altimeter illustration  

Further information on radar: 

¶ http://www.alphalpha.org/radar/intro_e.html 

¶ www.radartutorial.eu 

¶ http://en.wikipedia.org/wiki/Radar 

Further information on radar remote sensing: 

¶ http://www.nrcan.gc.ca/earth-sciences/geomatics/satellite-imagery-air-photos/satellite-

imagery-products/educational-resources/9309 

¶ http://rst.gsfc.nasa.gov/ 

¶ http://www.r-s-c-c.org/ 

¶ http://ceos.org/about-ceos/publications-2/ 

 

 

  

http://www.altimetry.info/wp-content/uploads/2015/10/ac_alti.gif
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5.1 How altimetry  works  

Altimetry satellites basically determine the distance from the satellite to a target surface by measuring 

the satellite-to-surface round-trip time of a radar pulse. However, this is not the only measurement 

made in the process, and a lot of other information can be extracted from altimetry. 

 

The principle is that the altimeter emits a 

radar wave and analyses the return signal 

that bounces off the surface. Surface height 

is the difference between the satelliteôs 

position on orbit with respect to an arbitrary 

reference surface (the Earthôs centre or a 

rough approximation of the Earthôs surface: 

the reference ellipsoid) and the satellite-to-

surface range (calculated by measuring the 

time taken for the signal to make the round 

trip). Besides surface height, by looking at 

the return signalôs amplitude and waveform, 

we can also measure wave height and wind 

speed over the oceans and, more generally, 

backscatter coefficient and surface 

roughness for most surfaces off which the 

signal is reflected. 
Figure 5.2. Altimeter received waveforms in sea to 

land transition illustration (COASTALT portal) 

If the altimeter emits in two frequencies, the comparison between the signals, with respect to the 

frequencies used, can also generate interesting results (rain rate over the oceans, detection of 

crevasses over ice shelves, etc.). 

To obtain measurements accurate to within a few centimetres over a range of several hundred 

kilometres requires an extremely precise knowledge of the satelliteôs orbital position. Thus several 

locating systems are usually carried on-board altimetry satellites. Any interference with the radar 

signal also needs to be taken into account. Water vapour and electrons in the atmosphere, sea state 

and a range of other parameters can affect the signal round-trip time, thus distorting range 

measurements. We can correct for these interference effects on the altimeter signal by measuring 

them with supporting instruments, or at several different frequencies, or by modelling them. 

Altimetry thus requires a lot of information to be taken into account before being able to use the data. 

Data processing is also a major part of altimetry, producing data of different levels optimised for 

different uses at the highest levels. 

Further  informatio n: 

Chelton, D.B., J.C. Ries, B.J. Haines, L.L. Fu, P.S. Callahan, Satellite Altimetry, Satellite altimetry 

and Earth sciences, L.L. Fu and A. Cazenave Ed., Academic Press, 2001 
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5.1.1 Basic Principle  

 

Figure 5.3. The principle of altimetry (Credits CNES/D. Ducros) 

 

Satellite-to-surface distance: Range 

Radar altimeters on board satellites transmit signals at high frequencies (over 1,700 pulses per second) 

to Earth and receive echoes from the surface (the ówaveformô). They are analysed to derive a precise 

measurements of the time taken to make the round trip between the satellite and the surface. These 

time measurements, scaled to the speed of light (the speed at which electromagnetic waves travel), 

yields the range R measurements (see From radar pulse to altimetry measurements for Further 

details). 

However, as electromagnetic waves travel through the atmosphere, they can be decelerated by water 

vapour or ionisation. Once these phenomena have been corrected for, the final range can be estimated 

with great accuracy (see Data processing). 

The ultimate aim is to measure surface height relative to a terrestrial reference frame. This requires 

independent measurements of the satelliteôs orbital trajectory, i.e. exact latitude, longitude and 

altitude coordinates. 

Satellite Altitude  

The critical orbital parameters for satellite altimeter missions are altitude, inclination and period. The 

altitude of a satellite depends upon a number of constraints (e.g. inclination, atmospheric drag, gravity 

forces acting on the satellite, area of the world to be mapped, etc). The period, or órepeat orbitô is the 

time needed for the satellite to pass over the same position on the ground, uniformly sampling the 

Earthôs surface. Inclination gives the highest latitude at which the satellite can take measurements. 

 

The altitude of a satellite (S) is the satelliteôs distance with respect to an arbitrary reference (e.g. the 

reference ellipsoid, a rough approximation of the Earthôs surface). It depends upon a number of 

constraints (e.g. inclination, atmospheric drag, gravity forces acting on the satellite, area of the world 

to be mapped, etc). The satellite can be tracked in a number of ways so as to measure its altitude with 

http://www.altimetry.info/wp-content/uploads/2015/06/methode_en.jpg
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the greatest possible accuracy and thus determine its precise orbit, accurate to within 1 or 2 cm. The 

main techniques used are: 

¶ Doppler shift, to accurately determine the satelliteôs velocity on its orbit, using dynamic 

orbitography models to deduce the satelliteôs trajectory relative to Earth (e.g. DORIS, or 

PRARE instruments), 

¶ GPS or similar systems can also be used, 

¶ laser tracking is also used, often for calibration. 

Surface height 

The surface height (H), is the satelliteôs distance at a given instant from the reference surface, so: 

(corrected) Height = Altitude ï (corrected) Range Eq. 1 

For the ocean, the sea surface height (or SSH) integrates effects such as: 

¶ The sea surface height which would exist without any perturbing factors (wind, currents, tides, 

etc.). This surface, known as the geoid, is determined by gravity variations around the world, 

which are in turn due to major mass and density differences on the seafloor. For example, a 

denser rock zone on the seafloor would deform sea level by tens of metres, and be visible as 

a hill  on the geoid. 

¶ The ocean circulation, or dynamic topography, which comprises  

o the permanent stationary component (permanent circulation linked to Earthôs rotation, 

permanent winds, etc.). The mean effect is of the order of one metre. 

o and a highly variable component (due to wind, eddies, seasonal variations, etc.). 

To derive the dynamic topography, the easiest way would be to subtract the geoid height from SSH. 

In practice, mean sea level is subtracted instead, to yields the variable part (sea level anomalies) of 

the ocean signal. 

 

5.1.2 From radar  pulse to altimetry  measurements  

 

 

Figure 5.4.Poseidon-2 (Jason-1 altimeter) first waveforms. (Credits CNES) 

A radar altimeter measures surface characteristics with a high degree of accuracy. This implies high 

precision in the radar measurements, and therefore requires performance far greater than a 

http://www.altimetry.info/wp-content/uploads/2015/06/formes_onde_pos2.gif
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conventional radar, in particular for classic radar range measurements.The radar altimeter emits a 

pulse towards the Earthôs surface. The time which elapses from the transmission of a pulse to the 

reception of its echo reflected off the Earthôs surface is proportional to the satelliteôs altitude. Some 

theoretical details of the principle of radar applied to altimetry will  help better understand the different 

behaviours and characteristics of the pulse in function of irregularities on the surface encountered. 

The magnitude and shape of the echoes (or waveforms) also contain information about the 

characteristics of the surface which caused the reflection. The best results are obtained over the ocean, 

which is spatially homogeneous, and has a surface which conforms with known statistics. Surfaces 

which are not homogeneous, which contain discontinuities or significant slopes, such as some land 

surfaces, make accurate interpretation more difficult. Even in the best case (the ocean), the pulse 

should last no longer than 70 picoseconds to achieve an accuracy of a few centimetres. Technically, 

this means that the emission power should be greater than 200 kW, and that the radar will  have to 

switch every few nanoseconds. These problems are solved by the full  deramp technique, making it 

possible to use only 5 W for emission. The range resolution of the altimeter is about half a metre 

(3.125 ns) but the range measurement performance over the ocean is about one order of magnitude 

greater than this. This is achieved by fitting the shape of the sampled echo waveform to a model 

function which represents the form of the echo. 

5.1.2.1 On-board reception and tracking 

 

The altimeter transmits a short pulse of microwave radiation 

with known power toward the surface. The pulse interacts with 

the rough surface and part of the incident radiation reflects 

back to the altimeter. This is a straightforward concept but 

more difficult  to understand in all details. 

The antenna altimeter emits a spherical microwave radiation 

with known one or two frequencies (13.575 Ghz for the Ku-

band and 3.2 GHz for the S-band of Envisat), toward the 

surface (water or land) on a nadir direction comprised in a 

1.29°-cone (in Ku-band for Envisat). On the basis of this 

radiation, the altimeter emits pulses, but they are not as narrow 

as with a laser, rather it leaves the antenna as a widening beam, 

getting wider the further it travels. 

Figure 5.5. Altimeter transmission 

geometry, R represents the distance 

from the satellite to the sea surface, 

g represents the pointing angle and 

q the  pitch angle 

These pulses are frequency linearly modulated signals and are emitted at regular intervals defined by 

the Pulse Repetition Frequency (PRF): 1795 Hz for Envisat. In order to reduce the reflection 

sequencing of the wave on the ground surface. 

¶ First, when the reception mode is activated by the on-board tracking system, a low power 

noise signal is received corresponding to parasite reflection of the pulse in the ionosphere and 

atmosphere, in addition to the instrument electronic noise. 

¶ When the leading edge of the radar pulse hits the ground, the returned signal rises up, the 

footprint being a disc linearly spreading with time, which makes the corresponding return 

signal increase up to a maximum corresponding to the passage of the rear edge of the pulse 

'through' the ground surface. In case of a perfectly flat surface, this rise would be linear. 

¶ After the rear edge of the pulse passed 'through' the ground level, the footprint turns to a ring 

with increasing radius and constant area. Then the returned signal to the altimeter decreases 

http://www.altimetry.info/wp-content/uploads/2015/08/bandwidth_radar_altimeter_sm.jpg
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due mostly to antenna pattern decay and antenna mispointing, till  vanishing down to the noise 

level or being cut by reception gate. 

  

Figure 5.6. The radar altimeter receives the reflected wave (or echo), which varies in intensity 

over time. Where the sea surface is flat (a), the reflected waveôs amplitude increases sharply from 

the moment the leading edge of the radar signal strikes the surface. However, in sea swell or 

rough seas (b), the wave strikes the crest of one wave and then a series of other crests which 

cause the reflected waveôs amplitude to increase more gradually. We can derive ocean wave 

height from the information in this reflected wave since the slope of the curve representing its 

amplitude over time is proportional to wave height. 

 

Significant return signal is available from reflecting surfaces situated up to 18 km off nadir, which 

makes the exploitation of altimetric data particularly delicate in case of strong variations of the surface 

reflectivity. 

 

 

 

 

On-board acquisition and tracking 

In order to keep the waveforms well centred in range and power in the analysis window and to better 

adjust these parameters for the echoes to come, the on-board altimeter calculator makes a brief 

processing of the radar echoes that the receiver has just recorded. It anticipates the settings for n+1 

echoes from the n, n-1, n-2, etc. treatment echoes. When this on-board tracking function is not able 

to adjust these parameters under critical conditions, the altimeter loses lock. Then, it goes in its 

acquisition phase, searching for the signal, locking onto it and stabilizing the tracking loops. This 

acquisition sequence lasts from 0.6 seconds (for Envisat) to 3 seconds and thereôs no data during this, 

until the tracking is properly reinitialised. 

http://www.altimetry.info/wp-content/uploads/2015/08/echo_mer_plate2.gif
http://www.altimetry.info/wp-content/uploads/2015/08/echo_mer_formee1.gif
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Figure 5.7. Jason-1 and Jason-2 waveforms over various land/ocean and ocean/land transitions 

over the Mediterranean Sea from Algeria to France via Ibiza Island (pass 187). The top subplot 

shows the Jason-1 waveforms, collected with the Split Gate on-board Tracker. The middle and 

bottom subplots show Jason-2 waveforms, collected with the Median Tracker and the DIODE/DEM 

tracker, respectively. In each subplot, three transitions are considered: 1st column: a land/ocean 

transition over the Algerian coasts (latitude 35.73°); 2nd column: orbit segment over Ibiza Island 

(latitudes 38.95ï38.975°); 3rd column: an ocean/land transition over the French coast (latitude 

43.366°) (Credits CLS) 

 

The Poseidon-3 altimeter (Jason-2) is equipped with an open-loop tracking technique for which a 

Digital Elevation Model (DEM) has been developed. The altimeterôs onboard memory contains the 

elevation values of areas overlaid by the ground tracks. These data, combined with DORIS data, are 

used to position the radar echo receiving window in advance, in order to anticipate the contrasts of 

the topography and to give priority to measurements over water. This technique prevents the altimeter 

from losing track as sometimes occurs with a conventional tracking loop, and enables measurements 

to be acquired close to the shoreline or on continental waters. 

For the RA-2 altimeter (Envisat), an innovative tracking algorithm, known as Model Free Tracker 

(MFT) concentrates its effort in maintaining the earliest part of radar echoes within the tracking 

window, independently of its shape. In particular, the MFT will  decide whether the range window is 

using the adequate resolution, whether the resolution could be increased, or decreased, based on the 

Signal to Noise Ratio (SNR) of the on-board waveform position compared to reference values stored 

in the on-board memory. When the radar echo is about to move out of the tracking window, due for 

example to a sudden change in the surface elevation, the window is broadened to recapture the echo. 
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This allows uninterrupted radar operation over all type of surfaces and its boundaries (see Frequencies 

used & their impacts). 

 

5.1.2.2 Full -Deramp Technique  

 

Figure 5.8. Deramp signals 

The radar emits a modulated chirp s(t) of duration T in a frequency-band B towards the Earthôs 

surface, then, with a delay corresponding to the estimated return time of the emitted chirp, another 

which is slightly shifted in frequency. By mixing the returning and deramping chirps, the frequency 

shift can be estimated, which, using Fourier transforms, gives the time delay. 

To obtain a resolution of 3.125 ns, pulses of this duration can be used; this is the approach used in 

laser ranging systems. Maintaining the strength of the return signal requires a certain amount of 

energy in the pulse, and with such short duration pulses a very high transmit power is required. The 

approach commonly used in radar systems is to inject a short pulse into a dispersive delay line, which 

spreads the energy over time, generating a frequency modulated or chirp signal. When the echo is 

received, the radar passes the signal through an inverse matched filter which compresses the chirp 

signal back to a short pulse. This technique is called pulse compression. The compressed time 

resolution is inversely proportional to the chirp bandwidth. 

A radar range resolution of 3.125 ns would require a very high radio frequency bandwidth, of the 

order of several hundred megahertz. To generate chirp signals of this bandwidth, the frequency of the 

signals from the dispersive delay line has to be multiplied. This entails difficulties in the receiver 

matched filter as the corresponding frequency division is not possible. Even if  such a filter were 

available, video signal handling at a similar high bandwidth would be necessary. 

To circumvent this problem, the full -deramp technique is used in combination with linear FM 

(Frequency Modulation) pulse compression. The return echo signal consists of many discrete chirps, 

each reflected from a different facet of the ocean surface, with slightly different delay times. The full -

deramp concept consists in mixing this incoming signal with a replica of the transmitted chirp, slightly 

shifted in frequency. The deramp mixer generates signals which are the frequency difference between 

its two inputs. As both inputs have the same rate of frequency change, the output frequencies are 

constant tones. The input signals are linear so there is a mapping of time offset onto frequency offset. 

As a result, targets with a different range give echoes at different frequencies. Therefore, the range 

discriminator can be implemented with a bank of contiguous filters. The translation from the time 

domain to the frequency domain simplifies the signal processing stages as they are able to work with 

much-reduced bandwidth. 

 

http://www.altimetry.info/wp-content/uploads/2015/08/full_deramp_en.gif
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5.1.2.3 Al timetry  measurements over the ocean  

The basic schematic outlines of a return echo over the ocean are as follows: 

 

Figure 5.9.Parts of a waveform  

Over an ocean surface, the echo waveform has a characteristic shape that can be described analytically 

(the Brown model). From this shape, six parameters can be deduced, by comparing the real (averaged) 

waveform with the theoretical curve providing the best fitting: 

¶ epoch at mid-height: this gives the time delay of the expected return of the radar pulse 

(estimated by the tracker algorithm) and thus the time the radar pulse took to travel the 

satellite-surface distance (or órangeô) and back again. 

¶ P: the amplitude of the useful signal. This amplitude with respect to the emission amplitude 

gives the backscatter coefficient, sigma0. 

¶ Po: thermal noise 

¶ leading edge slope: this can be related to the significant wave height (SWH) 

¶ skewness: the leading edge curvature 

¶ trailing edge slope: this is linked to any mispointing of the radar antenna (i.e. any deviation 

from nadir of the radar pointing). 

http://www.altimetry.info/wp-content/uploads/2015/08/brown_skewness2.gif
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Figure 5.10. Example of real Envisat (left) and Topex (right) waveforms over the ocean. 

References: 

¶ Brown, G. S., The Average Impulse Response of a rough surface and its applications, IEEE 

Trans. Antennas Propag., 25, 1977. 

¶ Hayne, G. S., Radar Altimeter Mean Return Waveforms from Near-Normal-Incidence Ocean 

surface scattering, IEEE Trans. Antennas Propag. AP-28, 687-692, 1980. 

 

5.1.2.4 Continental ice waveforms  

 

 
Figure 5.11. a waveform over ice, and the parameters that can be extracted from it. (Credits 

LEGOS/CNRS) 

The echo waveform over ice enable to retrieve several parameters: 

¶ epoch at mid-height: this gives the time delay of the expected return of the radar pulse 

(estimated by the tracker algorithm), and thus the time the radar pulse took to travel the 

satellite-surface distance (or órangeô) and back again. 

¶ backscatter coefficient, sigma0. 

¶ leading edge amplitude 

¶ leading edge width: this is related to the penetration into the medium and the surface 

roughness of the target. 

¶ trailing edge slope: this gives information on antenna mispointing, and also on the signal 

penetration into the medium. 

http://www.altimetry.info/wp-content/uploads/2015/08/eg_waveform_envisat_low_waves_sm.gif
http://www.altimetry.info/wp-content/uploads/2015/08/eg_waveform_ocean_sm.gif
http://www.altimetry.info/wp-content/uploads/2015/08/glaces.jpg
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All  altimeter data for ice sheets must be post-processed to produce accurate surface elevation 

measurements. This post-processing is called óretrackingô and is required because the leading edge 

of the ice-sheet return waveform deviates from the on-board altimeter tracking gate, causing an error 

in the telemetered range measurement. 

 

5.1.2.5 Altimetric  measurements over land  

 

 

Figure 5.12. Envisatôs óICE2ô retracker: Continental ice retracking can also be used successfully 

on continental surfaces 

The continental lands are composed of a variety of surfaces which reflect the signal back with 

different intensities depending on each surface properties. The altimeter footprint is frequently 

composed of and contaminated by a multiplicity of surfaces. Thus, waveforms on these surfaces 

include a wide variety of configurations which are difficult  to classify and process. Altimeter data 

over land must be post-processed in another way that the Brown model because the leading edge of 

the terrain return waveform deviates from the on-board altimeter tracking gate, causing a significant 

error in the telemetered range measurement. 

Analyses from waveforms over heterogeneous surfaces enable to retrieve several parameters and 

deduce other interesting characteristics. 

Thus, the backscatter coefficient (sigma0) is used to characterize the surface: a low value for 

mountainous regions and a high value on flat surfaces or wetlands. The backscatter coefficient can 

also be related to the dates when a surface is completely frozen when the ice breaks up and fast-ice 

duration. The leading edge width is related to the penetration into the medium and the surface 

roughness of the target.  

http://www.altimetry.info/wp-content/uploads/2015/08/ice2_retracker.gif
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Figure 5.13. Jason-2 waveforms on Amazon river: specular waveform (n°319) result of the return 

signal from very reflective surfaces like water bodies, multipeaked waveforms result of 

heterogeneous targets in the footprint. 

The parameters extracted from the waveforms over continental surfaces are similar to the ones for 

ice: 

¶ epoch at mid-height: this gives the time delay of the expected return of the radar pulse 

(estimated by the tracker algorithm), and thus the time the radar pulse took to travel the 

satellite-surface distance (or órangeô) and back again. 

¶ backscatter coefficient (or sigma0): gives information on the nature of the surface. 

¶ leading edge amplitude. 

¶ leading edge width: this is related to the penetration into the medium and the surface 

roughness of the target. 

¶ trailing edge slope: this gives information on antenna mispointing, and also on the signal 

penetration into the medium. 

For Ku and S band, the backscatter is low in mountainous regions (e.g. e.g. <7 dB in Ku band, <14 

dB in S band) as a direct result of the presence of topographic slopes. For both bands, the backscatter 

values are high on very flat surfaces, such as deserts, large river basins or wetlands (e.g. >15 dB in 

Ku band and >20 dB in S band), due to the specularity of the return radar echo. 

The leading edge width values are high in desert areas due to the strong penetration of the wave and 

the dunes generated by the winds. Low values, related to weak penetration, correspond to dense 

vegetated areas, such as tropical or boreal forests, or to large river basins or flooded regions. In 

contrast to the backscatter coefficient, the use of only one frequency gives a characteristic signature 

on continental surfaces, providing good discrimination of forests, deserts, etc. 

 

http://www.altimetry.info/wp-content/uploads/2015/08/GE_Manaus_tr063_J2_waveforms.jpg
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Figure 5.14. Examples of real waveforms (from the CryoSat-2 SIRAL altimeter), over the isle of 

Cuba.(Credits ESA) 

5.1.2.6 Envisat RA-2 individual  echoes or Burst mode  

 

Figure 5.15. Rio Nahuapa and Envisat Nominal track (IE coverage highlighted in red). (left) and 

Radargram (rigth), from Ron Abileah, 2017. 

The altimeter transmits pulses at regular intervals (defined by the Pulse Repetition Frequency: 1795 

per second for Envisat) toward the Earthôs surface. During nominal operation, the on-board tracker 

averages them by groups of 100 echoes (typically every 50 ms). Then, the averages are transmitted 

to ground. 

But during the telemetry burst mode (only for the Ku-band), the RA-2 altimeter has the capability to 

provide a limited amount of individual, unaveraged echo at the full  PRF rate (1 second every 3 

minutes). These raw data are sampled before the Fast Fourier Transform module and are stored into 

an internal buffer memory in parallel to the normal averaging. Since the collected individual echoes 

have not been processed in the frequency domain on-board, the processing is reproduced on-ground 

(See Roca, 2007 for further details). 

These individual echoes with higher spatial resolution are interesting as they give access to very 

detailed information encoded in them and can give insight on some feature that cannot be seen with 

the averaged data. They particularly demonstrate that the use of un-averaged echoes when possible 

can provide better surface information. They are available as a dedicated-data product (in RA-2 level2 

products, RA2_MWS_2P)). 

 

Further  information:  
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¶ Roca M., Martinez, D. Reche M. ,The RA-2 individual echoes processing description and 

some scientific results, Envisat Symposium, Montreux, 2007. 

¶ Gommenginger C., and al., New scientific applications for ocean, coastal, land and ice remote 

sensing with Envisat radar altimeter individual echoes. Fifteen Years of Progress in Radar 

Altimetry, Venice, 2006. 

¶ Zanife, O.Z. Roca, M. Remy, F. and al., Envisat Radar Altimeter Individual Echoes, Fifteen 

Years of Progress in Radar Altimetry, Venice, 2006. 

¶ Ron Abileah, Andrea Scozzari, Stefano Vignudelli Envisat RA-2 Individual Echoes: A 

Unique Dataset for a Better Understanding of Inland Water Altimetry Potentialities, Remote 

Sens. 2017, 9, 605  

5.1.2.7 Footprint  size  

The ground footprint size is an important notion to better understand what the altimeter can really 

observe and measure. The footprint of an antenna is traditionally defined to be the area on the sea 

surface within the field of view subtended by the beamwidth of the antenna gain pattern. A radar 

pulse is not narrow such as with a laser, rather it leaves the antenna as a widening beam, getting wider 

the further it travels. 

 

The beam illuminates a circle of ocean 

or land surfaces with a 3 to 5 km wide, 

depending on the sea state, the wave 

height or the corrugated land. A calm 

sea or a flat land surface affords a 

narrower footprint (typically 2 km) than 

if  the sea is very rough (typically 10 

km). Significant return signal is 

available from reflecting surfaces 

situated up to 18 km off nadir, which 

makes the exploitation of altimetric data 

particularly delicate in case of strong 

variations of the surface reflectivity. 

Figure 5.16. The oval footprint characteristics for SWH 

of 1, 5 and 10 m for 1-second averages of altimeter 

measurements of nadir mean sea level from orbit 

heights of 1 336 km (solid lines) and 785 km (dashed 

lines).(Credits CNES) 

The returning echoes are a blend of thousands of little echoes from within the footprint, some coming 

from the troughs of waves, some coming up from wave peaks. With waves up to many metres in 

height, this creates a mish-mash of echoes from varying heights. 

5.1.3 Frequencies used &  their  impacts  

Several different frequencies are used for radar altimeters. The choice depends upon regulations, 

mission objectives and constraints, technical possibilities ð and impossibilities. Each frequency band 

has its advantages and disadvantages. 

http://www.altimetry.info/wp-content/uploads/2015/08/footprint_size_sm.gif
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Figure 5.17. Electromagnetic spectrum with different bands indicated. (Credits ESA) 

Ku band (13.6 GHz) 

Ku band is the most commonly-used frequency (used for Topex/Poseidon, Jason-1, Envisat, ERS, 

etc). It is the best compromise between the capabilities of the technology (relating to power emitted), 

the available bandwidth (determined by international regulations for specific applications), sensitivity 

to atmospheric perturbations, and perturbation by ionospheric electrons. 

C band (5.3 GHz) 

C band is known to be more sensitive than Ku to ionospheric perturbation, and less sensitive to the 

effects of atmospheric liquid water. Its main function is to enable correction of the ionospheric delay 

in combination with the Ku-band measurements. To obtain the best results, an auxiliary band like this 

must also be as far as possible from the main one. 

S band (3.2 GHz) 

S band is also used in combination with the Ku-band measurements, for the same reasons as the C 

band. 

Ka band (35 GHz) 

Signal frequencies in the Ka band enable better observation of ice, rain, coastal zones, land masses 

(forests, etc.) and wave heights. Due to international regulations governing the use of electromagnetic 

wave bandwidth, a larger bandwidth is available than for other frequencies, thus enabling higher 

resolution, especially near the coast. It is also better reflected on ice. However, attenuation due to 

water or water vapour in the troposphere is high, meaning that no measurements are produced when 

the rain rate is higher than 1.5 mm/h. 

Dual-frequency altimeters 

Using two frequencies is a way of estimating the content of ionospheric electrons, thus correcting the 

altimeter range from the delay these electrons induce. Other uses of these two simultaneous 

measurements can be made, such as estimation of rain rates. 

http://www.altimetry.info/wp-content/uploads/2015/08/spectre.jpg
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A varying bandwidth 

For the Envisat satellite, the RA-2 has three different bandwidths for the same central Ku-band 

frequency. Each bandwidth corresponds to a proper resolution, which is better with an increasing 

bandwidth: 

¶ a first bandwidth at 320 MHz with resolution of 47 cm and the returned power is recorded in 

128 tracking gates spaced at 3.125 ns 

¶ a 80 MHz bandwidth with resolution of 190 cm and a tracking gate width of 12.5 ns 

¶ a 20 MHz bandwidth with resolution of 750 cm and a tracking gate width of 50 ns 

The change of the resolution is done autonomously by the instrument, in function to the topographic 

features observed. If  the instrument is on the maximum resolution (320 MHz bandwidth) and the 

surface type changes, the resolution will  autonomously change (from 320 MHz to 80 MHz and then 

to 20 MHz) in order to maintain always the echo within the tracking window, avoiding, as it happened 

on ERS-2 RA, to lose track. Only under critical conditions, over abrupted terrains, when the 20 MHz 

window width is not enough to hold the echo, the track is lost until it lock on again, a few moments 

later. 
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5.1.4 High-precision altimetry  with  satellites working  together  

In many ways, the orbit of an altimetry satellite is a compromise. But one point that deserves special 

attention is getting the right balance between spatial and temporal resolution: a satellite that revisits 

the same spot frequently covers fewer points than a satellite with a longer orbital cycle. One solution 

is to operate several satellites together. 

Ocean 

 

 

Figure 5.18. Sea level anomaly maps over the Mediterranean from 11 June 2003, made from 

Jason-1 + ERS-2 (top) and Jason-1+ERS-2+T/P+GFO (bottom). Merging the data from the four 

satellites shows eddies (circles) that are invisible, or barely visible with two satellites and much 

better resolved with four. (CreditsCLS) 

 

Topex/Poseidon-ERS and Jason-Envisat are fine examples of how altimetry satellites can operate 

together. Topex/Poseidon and Jason-1 follow a repeat cycle of ten days designed to monitor ocean 

variations, so they pass over the same points fairly frequently but their ground tracks are some 315 

kilometres apart at the equator ï wider than the average span of an ocean eddy. On the other hand, 

ERS-2 and Envisat only revisit the same point on the globe every 35 days but the maximum distance 

between two tracks at the equator is just 80 kilometres. Other combinations are possible, but at least 

two altimetry satellites are required to map the ocean and monitor its movements precisely, 

particularly at scales of 100 to 300 kilometres (mesoscale). With four altimetry satellites available 

(Jason-1, Envisat or ERS-2, Topex/Poseidon and GFO), the resolution of sea surface height 

measurements is greatly enhanced. At least three satellites are needed to observe eddies and 

mesoscale phenomenon, especially in the Mediterranean. 

 

http://www.altimetry.info/wp-content/uploads/2015/08/200409_msla_j1e2-vs-J1e2tpg2.gif
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Figure 5.19. Buoy 

trajectory (white line, 

from 14 to 28 May2003, 

from A to B) and merged 

absolute dynamic 

topography in the Gulf 

Stream on 21 May 2003. 

Left with óonlyô two 

satellites, right with four 

satellites. The left-hand 

map corresponds more 

closely to the eddy 

revealed by the buoyôs 

path. (Credits CLS) 

 

Hydrology 

For hydrology applications, more satellites primarily mean that a larger number of lakes and rivers 

can be observed. 

 

Figure 5.20. Number of lakes seen by ERS (or Envisat) (215 lakes of more than 100km2) and 

Topex/Poseidon (43 lakes) (Credits DMU) 

Ice and land 

Over ice and land, the main advantage is the denser coverage. On some surfaces, and with some 

satellites (e.g. Envisat and CryoSat over ice caps), some data combinations are possible. 

 

Further information: 

http://www.altimetry.info/wp-content/uploads/2015/06/200601_tourbillon_2sat_sm.jpg
http://www.altimetry.info/wp-content/uploads/2015/08/EGS_2003_Hydro_1_DMU_09_0003.gif
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¶ Report of the High-Resolution Ocean Topography Science Working Group Meeting, Dudley 

B. Chelton, Ed., March 2001. 

¶ Ducet, N., P.-Y. Le Traon, and G. Reverdin, Global high resolution mapping of ocean 

circulation from Topex/Poseidon and ERS-1 and -2, J. Geophys. Res., 105 (C8), 19477-

19498, 2000. 

¶ Pascual, A., Y. Faugère, G. Larnicol, P-Y Le Traon, Improved description of the ocean 

mesoscale variability by combining four satellite altimeters. Geophys. Res. Lett., 33, L02611, 

doi:10.1029/2005GL024633, 2006. 

5.1.5 Delay-Doppler (or SAR) Altimetry   

The Delay Doppler/SAR altimeter differs from a conventional radar altimeter in that it exploits 

coherent processing of groups of transmitted pulses. It is not pulse-limited like classical radar 

altimeters, so the full  Doppler bandwidth is exploited to make the most efficient use of the power 

reflected from the surface. 

Delay Doppler/SAR altimetrer ñstaresò at each resolved along-track cell as the radar passes overhead 

for as long as that particular cell is illuminated. Note that each cell is viewed over a larger fraction of 

the antenna beam than the pulse-limited; thus more data is gathered, which leads to substantial 

benefits (e.g. it uses most of the power received). 

The Delay Doppler/SAR altimetry processes the data such that they could be seen as having been 

acquired from a synthetic aperture antenna. This along track processing increases resolution and 

offers a multilook processing with the two independent dimensions: along-track and across-track 

(range). 

 

Figure 5.21. Comparison between conventional radar altimeter (far-left) and Delay Doppler/SAR 

(near-left) altimetry. (Credits R.K. Raney, Johns Hopkins University Applied Physics Laboratory) 

http://www.altimetry.info/wp-content/uploads/2015/08/delay_doppler_altimetry_vs_radar_altimetry_sm.gif
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Figure 5.22. Theoretical ñstep-by-stepò building of a SAR-altimetry waveform (for a single 

Doppler beam). Contrary to the classical altimeter, the lighted area is not a surface-constant ring, 

but only part of it, which explain the peakier shape of the echo. Several such beams are used at the 

same time (Using material from R.K. Raney, Johns Hopkins University Applied Physics 

Laboratory) 

 

The Delay Doppler/SAR mode altimeter offers many potential improvements over conventional 

altimetry for measurements over the oceans, coastal zones and inland waters using retrackers adapted 

to the specific nature of Delay Doppler/SAR altimeter echoes. 

CryoSat-2 and Sentinel-3 operate a Delay Doppler/SAR mode altimeter. 

 
  

http://www.altimetry.info/wp-content/uploads/2015/08/ALL_SAR_sm.gif
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5.2 Data Flow  

The mission ground segments are a vital component of satellite operations. They are responsible for 

turning the satellite telemetry into usable data products. They encompass ground support facilities 

which control instruments, process data and provide user services and expert altimetry support. 

Step 0 Data acquisition 

First of all, the data from the satellites have to be downlinked to the ground stations. 

Step 1 Raw telemetry (level 0) and level 1 data 

Raw telemetry downlinked to the ground stations is forwarded to the quality control and processing 

centres. Telemetry is then processed to obtain level 1 data, i.e., data that are timed and located, 

expressed in the appropriate units, and checked for quality. 

Step 2 Level 1 data and level 2 geophysical data 

Level 1 data are corrected for instrument errors, errors due to atmospheric signal propagation and 

perturbations caused by surface reflection. Geophysical corrections are then applied (solid earth, 

ocean and pole tides, etc.). Moreover, precise orbit determination (POD) can be performed to provide 

the highest accuracy. 

Step 3 Data validation and qualification 

The geophysical data are validated for quality assurance. Validation involves precise quality controls 

and monitoring of instrument drift. This step is an integral part of the processing sequence before 

giving the go-ahead to generate science products and distribute them to users. 

Step 4 Level 3 and level 4 data: ñvalue-added productsò 

Level 3 data are validated (off-record data are edited), along-track data. Further computation is 

performed on level 2 geophysical data (e.g. SSH or SLA). There may be cross-calibration between 

missions. Level 4 are multi-satellite (cross-calibrated), gridded data. 

See  Missions for information about their dedicated ground segments. 



Radar Altimetry Tutorial 

 Page: 34 of 356 

 

5.2.1 Data acquisition  

 

Figure 5.23. Kiruna ground station (Credits ESA) 

Data acquisition from the different altimetry satellites is performed by each agency. Several ground 

stations exist around the world (e.g. Kiruna, Sweden for the European Space Agency, Aussaguel, 

France for CNES, Poker Flats and Wallops for NASA, etc). They collect raw data from the satellites 

and send them to the control and processing centres. 

Altimetry data processing also demands several external datasets, in particular to deal with the 

corrections required for processing the highest quality data. 

5.2.2 Data processing  

Transforming raw altimetry data into an easily usable form involves a great deal of data processing. 

Numerous elements are included in altimetry data. Some come from the altimeter, some from the 

other onboard instruments, or other instruments; others from models, or a combination of all the 

former. Classic altimetry data processing (i.e. mostly dedicated to ocean applications), as performed 

by the ground segments includes: 

Further  information : 

¶ Envisat RA-2/MWR Level 2 User Manual (pdf zipped version, 3 MB), Edition 1.2, June 2006 

¶ Aviso and PoDaac User Handbook ï IGDR and GDR Jason-1 Products, (pdf version, 1.7 

MB), SMM-MU-M5-OP-13184-CN, Edition 5.0, September 2015 

¶ Aviso User Handbook: Merged Topex/Poseidon Products, (pdf version, 900 KB), AVI -NT-

02-101-CN, Edition 3.0, July 1996 

¶ NOAA Geophysical Data Record Handbook, (html), Edition June 2002 

¶ RA/ATSR products ï User Manual, (pdf, 2.9 MB), C2-MUT-A-01-IF, Edition 2.3, July 2001 

5.2.2.1 Altimeter  measurements  

Altimeter measurements are deduced from the waveforms, i.e. the radar echoes (see How altimetry 

works for further details). 

http://www.altimetry.info/wp-content/uploads/2015/08/kiruna.jpg
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Altimetric  range 

The range is the distance from the satelliteôs centre of mass to the surface of the Earth, as measured 

by the altimeter. Thus, the altimeter measurements are referred as órangeô or óaltimeter rangeô, not 

height. This is the principal measurement made by the radar altimeters. The range is estimated from 

the echo waveforms as part of the processing known as retracking. This measurement is not the 

altitude, it is still only a measurement of distance. 

If  the altimeter is a two-frequency instrument, there will  be a range computed for both frequencies. 

However, the Ku band range is used for most applications. 

Significant Wave Height 

Significant wave height is computed from the slope of the return radar pulse (the gradient of the 

leading edge of the radar echo, known as the leading-edge slope), after reflection on the surface. 

If  the altimeter is a dual-frequency instrument, there will  be a Significant Wave Height computed for 

both frequencies. 

Backscatter coefficient (Sigma-naught) 

The backscatter coefficient, sigma0, is computed from the power of the altimeterôs return pulse. 

If  the altimeter is a dual-frequency instrument, there will  be a backscatter coefficient computed for 

both frequencies. 

Wind speed 

The backscatter coefficient can be related to wind speed. Empirical models have established a 

relationship between the wind speed, the sea surface backscatter coefficient and significant wave 

height. Wind speed is calculated from the mathematical relationship with the Ku-band backscatter 

coefficient and the significant wave height. The wind speed model function is evaluated for 10 metres 

above the sea surface, and is considered to be accurate to 2 m/s 

5.2.2.1.1 Altimetric  range  

An altimeter operates by sending out a short pulse of radiation and measuring the time required for 

the pulse to return from the sea surface. This measurement, called the altimeter range, gives the 

distance between the instrument and the sea surface, provided that the velocity of the propagation of 

the pulse and the precise arrival time are known. 

  

 Figure 5.24. Altimetric range in Ku and S band (from Envisat GDR cycle 40) measurements. 

These maps are drawn using the BRAT. 

http://www.altimetry.info/wp-content/uploads/2015/08/ku_band_ocean_range_sm.gif
http://www.altimetry.info/wp-content/uploads/2015/08/s_band_ocean_range_sm.gif
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The dual frequency altimeters perform range measurements at the two frequencies, enabling 

measurements of the range and the total electron content. While both range measurements are usually 

provided in (I)GDRs, the Ku band range measurement has much higher accuracy than the C or S band 

measurement. The range reported in (I)GDRs has already been corrected for a variety of calibration 

and instrument effects, including calibration errors, pointing angle errors, centre of gravity motion, 

and terms related to the altimeter acceleration such as Doppler shift and oscillator drift. The sum total 

of these corrections also appears on the (I)GDR for each frequency ranges. 

5.2.2.1.2 Significant Wave Height  

Significant wave height is computed from the slope of the return radar pulse (the gradient of the 

leading edge of the radar echo, so called the leading-edge slope), after reflection on the surface. 

If  the altimeter is a two-frequency instrument, there will  be a Significant Wave Height computed for 

both frequencies. 

  

Figure 5.25. Significant wave heights in Ku and S band (from Envisat GDR cycle 40) 

measurements. The algorithm is computing on the whole Earth, even if the output is not 

meaningful outside ocean. These maps are drawn using the BRAT. 

Significant wave height is a variable used in marine meteorology that matches the mean height of the 

third of the highest waves. However, a wave in a hundred reaches one and a half this value, and some 

can even reach twice this. Heights once at the coast are difficult  to predict, since they depend on 

submarine reliefs. Significant wave heights measured during storms or hurricanes can be over 18 m: 

18.3 m for a winter storm in the North Atlantic in December 2007, 16.9 m for Katrina in August 2005, 

17.1 m for Hurricane Luis in September 1995, or 17.9 m for Ivan in September 2004. 

5.2.2.1.3 Backscatter  Coefficient  

The backscatter coefficient, sigma naught, is computed from the power of the return pulse of the 

altimeter. It can be related to wind speed. Empirical models establish a relation between the wind 

speed, and the sea surface backscatter coefficient and significant wave height. It can also provide 

information about the surface upon which the radar wave reflected (e.g. snow or bare earth, even the 

kind if  ice, the fact there are crevasses in ice shelves,é) 

http://www.altimetry.info/wp-content/uploads/2015/08/ku_sig_wv_ht_sm.gif
http://www.altimetry.info/wp-content/uploads/2015/08/s_sig_wv_ht_sm.gif
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Figure 5.26. Sigma0 in Ku and S band (from Envisat GDR cycle 40) measurements (top over 

ocean, bottom over lands). Water, ices and lands give very different values of these backscatter 

coefficients, since those surfaces have different reflexivity. These maps are drawn using the 

BRAT. 

 

5.2.2.1.4 Wind Speed  

 

 

Figure 5.27. Wind speed modulus as computed from Envisat data (GDR cycle 40). Since wind 

speeds higher than 20 m/s can not be measured reliably, the algorithm used at that time in 

Envisat data is making a plateau at 21 m/s. The algorithm is computing on the whole Earth, even 

if the output is not meaningful outside ocean. This map is drawn using the BRAT 

 

http://www.altimetry.info/wp-content/uploads/2015/08/ku_ocean_bscat_coeff_ocean_sm.gif
http://www.altimetry.info/wp-content/uploads/2015/08/s_ocean_bscat_coeff_ocean_sm.gif
http://www.altimetry.info/wp-content/uploads/2015/08/ku_ocean_bscat_coeff_land_sm.gif
http://www.altimetry.info/wp-content/uploads/2015/08/s_ocean_bscat_coeff_land_sm.gif
http://www.altimetry.info/wp-content/uploads/2015/08/ra2_wind_sp_sm.gif
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Figure 5.28. Winter & Chelton wind model 

The backscatter coefficient can be related to wind speed. The model functions developed to date for 

altimeter wind speed have all been purely empirical. The model function establishes a relation 

between the wind speed, and the sea surface backscatter coefficient and significant wave height. A 

wind speed is calculated through a mathematical relationship with the Ku-band backscatter 

coefficient and the significant wave height, using the Vandemark and Chapron algorithm. The wind 

speed model function is evaluated for 10 metres above the sea surface, and is considered to be accurate 

to 2 m/s. 

5.2.2.2 Orbit  Determination  

The ability to precisely determine a satelliteôs position on orbit is a key factor in the quality of 

altimetry data. Besides measurements acquired by the location systems onboard the satellites, which 

are cross-calibrated, we now rely on increasingly accurate orbit determination models. 

Different products require different levels of accuracy. Data generated within three hours are based 

on a preliminary orbit from the Diode onboard navigator (DORIS). On the other hand, data generated 

30 days post acquisition require the most accurate orbit possible and therefore demand more orbit 

data and more time for calculations. Expected accuracy on the radial orbit component is 20 cm rms 

for three-hour data, 2.5 cm rms for three-day data, and 1.5 cm for 30-day data. The ultimate aim is to 

achieve centimetre accuracy. 

To achieve the goal of an orbit error of just one centimetre, we need a detailed knowledge of the 

satellite and its variations ï due to manoeuvres, fuel consumption, solar panel orientation and so on 

ï so that we can precisely model the forces acting on it (attraction, atmospheric drag, etc.). We also 

need to determine the gravity field very precisely. The geodesy missions (Champ, Grace, and Goce) 

will  help us to improve our understanding of these factors. 

Orbit  choice 

For dedicated missions like Topex/Poseidon and Jason-1, orbit precision is the most important 

criteria. A high-altitude orbit is chosen to attenuate the effects of the Earthôs gravity potential, which 

are not known with great accuracy for lower orbits. The orbit must not be too close to the poles, 

because the Earthôs gravity potential is also less well understood there. A high revisit capability is in 

http://www.altimetry.info/wp-content/uploads/2015/08/witter_chelton.gif
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order, to enable ocean signals to be observed. And being able to overfly any absolute calibration sites 

is also an advantage. For multi-instrument missions like ERS and Envisat, the compromise must take 

into account any other intended observations (ice, in particular). 

Conversely, the higher the orbit, the more power will  be needed for the radar emission, in order to 

get back a strong enough signal, and the more vulnerable it will  be to solar winds and cosmic particles. 

Lastly, to observe as much ocean as possible, an orbit close to the poles will  be required. 

The inclination of a satelliteôs orbit is the angular distance of the orbital plane with respect to the 

Earthôs equatorial plane. An inclination of, e.g., 90 degrees indicates a polar orbit (this is the case 

with ESAôs Earth-observing Envisat satellite), in which the satellite passes nearly above both poles 

of the planet on each revolution. An inclination of 66 degrees, like the CNES/NASA Topex/Poseidon 

satellite, implies that the orbits sample from 66° North to 66° South, so as to cover most of the worldôs 

oceans. There are different types of orbits: sun-synchronous, geosynchronous, geostationary, 

prograde, retrograde, etc. A sun-synchronous orbit (also called a heliosynchronous orbit) such as 

Envisatôs combines altitude and inclination in such a way that the satellite passes over any given point 

of the Earthôs surface at the same local solar time. Envisat, for instance, crosses the equator fourteen 

times a day, always at 10:00 local time. This is achieved by having the orbital plane of the satelliteôs 

orbit precess (rotate) approximately one degree eastward each day, to keep pace with the Earthôs 

revolution around the sun. With a sun-synchronous orbit, observation of the ground is improved as 

the surface is always illuminated at the same Sun angle when viewed from the satellite. Sun-

synchronous satellite orbits are retrograde (they orbit the Earth in an opposite direction to the Earthôs 

spin rotation). However, as 24 hours is the period of some tidal constituents, these will  thus always 

be observed at the same stage of their cycle. Topex/Poseidon, in contrast, has a non-sun-synchronous 

and prograde orbit and a repeat period of 9.916 days (i.e. the satellite passes vertically over the same 

location, to within 1 km, every ten days). Envisatôs repeat cycle is 35 days. A satellite can be 

accurately tracked in a number of ways. The DORIS system on board Topex/Poseidon and Envisat, 

for instance, uses a worldwide network of ground beacons, transmitting to the satellite. It was 

developed by CNES. DORIS uses the Doppler shift on the beacon signals to accurately determine the 

velocity of the satellite on its orbit, and dynamic orbitography models to deduce the satelliteôs 

trajectory relative to Earth. 

Orbit  selection 

The factors to be considered for selecting the orbit for each instrument include: 

Table 5.1 Factors considered on the orbit selection 

Requirement Infl uence Factors Orbital  Parameter 

observation frequency swath width; revisit time altitude 

global access 
maximum latitude; spacing between 

ground-tracks 
inclination, altitude 

regular ground pattern synchronous or drifting orbit altitude 

regular illumination 

conditions 
sun-synchronism 

inclination and 

altitude 

aliasing of solar tides sun-synchronism 
inclination and 

altitude 

aliasing of all tides repeat period altitude 
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Table 5.1 Factors considered on the orbit selection 

Requirement Infl uence Factors Orbital  Parameter 

accessibility of celestial 

sphere 
orbital precession 

inclination and 

altitude 

discontinuities in orbit orbit maintenance frequency altitude 

mission lifetime orbital decay gross altitude 

instrument spatial 

resolution / radar 

transmitter power 

 gross altitude 

radar PRF (pulse 

repetition frequency) 
 altitude range 

Permanent cold radiator 

surfaces 
sun-synchronism 

inclination and 

altitude 

Some of these are fundamental and have an impact on the overall design of the system. In particular, 

the selection of a sun- or non-sun-synchronous orbit is of primary importance. The total altitude range 

is also critical to the design. After that, there is a certain degree of freedom in the choice of parameters. 

Previous mission orbits may also determine the choice of orbit (e.g. Jason-1 on the tracks of 

Topex/Poseidon, Envisat on those of ERS-2). 

Orbit  maintenance 

The orbit maintenance requirements for altimetry missions are usually that the deviation of the actual 

ground track from the nominal one is kept below 1 km and that the mean local nodal crossing time 

matches the nominal one to better than to within five minutes. The orbit maintenance strategy aims 

for minimum disturbance of the payload operation. In-plane manoeuvres are used for altitude 

adjustment to compensate for the effects of air-drag. This altitude decay control affects the ground-

track repeatability, mainly in the equatorial regions. The frequency of these manoeuvres is determined 

by the rate of orbital decay, which in turn is determined by the air density, and this is a function of 

solar activity. The nominal rate for these in-plane manoeuvres is nominally twice a month. They will  

do not interrupt the operations of most sensors. Out-of-plane corrections are used to correct rectify 

the steady drift of inclination mainly caused by solar and lunar gravity perturbations. The solar wind 

also influences inclination, but its contribution is typically an order of magnitude smaller than the one 

given made by solar and lunar gravity. Inclination drift degrades ground-track maintenance at high 

latitudes. The drift rate does not depend on air density and corrections are required every few months. 

As they are out-of-plane they require a 90-degree rotation of the spacecraft, to align the thrusters with 

the required thrust direction, so these manoeuvres will  be performed in during the eclipse to avoid 

the risk of optical sensors viewing the sun. 
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5.2.2.3 Geophysical corrections  

 

Figure 5.29. Altimetry corrections illustration 

The following corrections are computed: 

Geophysical corrections 

¶ Ocean tides 

Corrections for solid earth and sea surface height variations due to the attraction of the Sun 

and Moon. Calculated by models. 

Order of magnitude: 1 m in mid-ocean, up to 15-20 m near some shorelines. 

¶ Solid earth tides 

Corrections for solid earth variations due to the attraction of the Sun and Moon. Calculated 

by models. 

Order of magnitude: 50 cm. 

¶ Pole tides 

Corrections for variations due to the attraction of the Sun and Moon. Calculated by models. 

Order of magnitude: 2 cm. 

¶ Tidal loading 

Corrections for height variations due to changes in tide-induced forces acting on the Earthôs 

surface. Calculated by models. 

Order of magnitude: 30 cm 

http://www.altimetry.info/wp-content/uploads/2015/08/corrections_summary1.jpg
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Propagation corrections 

¶ Ionosphere 

Correction for the path delay in the radar return signal due to the atmosphereôs electron 

content. Calculated by combining radar altimeter measurements acquired at two separate 

frequencies (C-band and Ku-band for Topex and Jason-1, Ku-band and S-band for Envisat). 

Order of magnitude: 0 to 50 cm 

¶ Wet troposphere 

Correction for the path delay in the radar return signal due to cloud liquid water and water 

vapour in the atmosphere. Calculated from radiometer measurements and/or meteorological 

models. 

Order of magnitude: 0 to 50 cm 

¶ Dry troposphere 

Correction for the path delay in the radar return signal due to dry gases in the atmosphere. 

Calculated from meteorological models. 

Order of magnitude: 2.3 m 

Surface corrections 

¶ Inverse barometer 

Correction for variations in sea surface height due to atmospheric pressure variations 

(atmospheric loading). Calculated from meteorological models. 

Order of magnitude: about 15 cm, depending on atmospheric pressure 

¶ Electromagnetic bias 

Correction for bias in measurements introduced by varying reflectivity of wave crests and 

troughs. Correction calculated from models. Bias uncertainty is currently the biggest factor 

in altimeter error budgets. 

Order of magnitude: from 0 to 50 cm, depending on wave heights 

 

5.2.2.3.1 Ocean tides  

The combined attraction of the Moon and the Sun is behind the tides and their variations. Ocean tides 

represent more than 80% of the variability of the surface in the open ocean. In most regions of the 

world oceans, the tides periods are semidiurnal or diurnal (periods near 0.5 or 1 day) so they are 

shorter than the repeat periods of an altimeter satellite orbit. Tidal corrections are very important for 

oceanographic studies because tidal signals contaminate the low-frequency part of raw altimetric 

signals. 

 

The standard deviations of tidal 

variations in the open ocean are 10-60 

cm with larger values near coastal 

regions (they can reach 10 metres in 

some ports) and in marginal seas. Tidal 

variations are thus larger in magnitude 

than the 5-30 cm standard deviations of 

the dynamic sea surface height. In this 

respect, ocean tides can be regarded as 

noise and must therefore be removed to 

estimate the dynamic sea surface height. 

It is imperative that the tide model used 

http://www.altimetry.info/wp-content/uploads/2015/09/M2_fes2004_amp_sm.gif
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Figure 5.30. Amplitude in metres of the two main tide 

components from FES2004 model, one semi-diurnal 

(top, M2 wave), the other diurnal (bottom, K1 wave). 

While M2 is clearly dominant on the French coasts 

(two tides per day), K1 is dominant in the China Sea 

where there is only one tide per day. (Credits 

CLS/Legos) 

to correct the altimeter data be accurate. 

If  errors in the tide model are large 

compared with oceanographic 

variability at the alias frequencies, then 

oceanographic applications will  be 

compromised at these frequencies. Prior 

to the launch of Topex/Poseidon, 

knowledge of tides over the global 

ocean was based primarily on 

hydrodynamical models. The accuracies 

of these models were limited by some 

uncertainties and were constrained by 

empirically determined ocean tides from 

a worldwide network of coastal and 

inland tide gauges and bottom pressure 

gauges. Tides errors exceeded 10 cm in 

many areas of the world ocean. 

The altimeter data at the aliased tidal periods have been analysed to extract estimates of tidal 

amplitudes and phases at the altimeter satellites locations. These empirical estimates have been 

assimilated into sophisticated hydrodynamical and statistical models to estimate the tides globally 

with high spatial resolution. One of the important accomplishments of the altimeter missions has been 

the global estimation of tides to an accuracy of 2-3 cm. 

Further information: 

¶ Le Provost C., Ocean tides, Satellite altimetry and Earth sciences, L.L. Fu and A. Cazenave 

Ed., Academic Press, 2001 

¶ Ray, R., A Global Ocean Tide Model From TOPEX/Poseidon Altimetry/ GOT99.2 ï 

NASA/TM-1999-209478. Greenbelt, MD, Goddard Space Flight Center/NASA: 58, 1999. 

¶ Lebedev, S., A. Sirota, D. Medvedev, et al., Exploiting satellite altimetry in coastal ocean 

through the ALTICORE project, Russ. J. Earth Sci., 10, ES1002, 2008 

doi:10.2205/2007ES000262. 

 

5.2.2.3.2 Pole tides  

The ocean pole tide is the ocean response to the variation of both the solid Earth and the oceans to 

the centrifugal potential that is generated by small perturbations to the Earthôs rotation axis. 

http://www.altimetry.info/wp-content/uploads/2015/09/K1_fes2004_amp_sm.gif
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Figure 5.31. Amplitude in cm of the pole tide correction during the Jason-1 cycle 223 computed 

from an equilibrium model. This map is drawn using the BRAT from the Jason-1 GDR products. 

A Loess filter (value of 31) is applied to obtain a fully coloured plot. 

These small perturbations to the Earthôs rotation axis primarily occur at periods of 433 days (called 

the Chandler wobble) and annually. These periods are long enough for the pole tide displacement to 

be considered to be in equilibrium with the forcing centrifugal potential. Results from satellite 

altimetry demonstrate that the long-wavelength component of the geocentric pole tide deformations 

at the Chandler period is consistent with the theoretical self-consistent equilibrium response and can 

explain 70% of variations of the theoretical classical equilibrium response [Desai, 2002]. 

The pole tide is easily computed as described in Wahr [1985]. Modelling the pole tide requires 

knowledge of proportionality constants, the so-called Love numbers, and a time series of 

perturbations to the Earthôs rotation axis, a quantity that is now measured routinely with space 

techniques. 

Further  information:  

¶ Desai S. D., Observing the pole tide with satellite altimetry , J. Geophys. Res., 107(C11), 

3186, doi:10.1029/2001JC001224, 2002. 

¶ Wahr J. M., Deformation induced by polar motion, J. Geophys. Res., 90(B11): 9363 ï 9368, 

1985. 

5.2.2.3.3 Ionosphere corrections  

This correction takes into account the path delay in the radar return signal due to electron content in 

the atmosphere. Calculated by combining radar altimeter measurements acquired at two separate 

frequencies (C-band and Ku-band for Topex and Jason-1, Ku-band and S-band for Envisat) or from 

DORIS measurements (Topex/Poseidon, Jason-1 and Envisat). 

Its order of magnitude can reach 0 to 50 cm. 

The ionosphere is the uppermost layer of the atmosphere (ranging between about 60 and 800 km), 

distinct from the other layers by the fact it is ionized. The electrons that interfere with the radar wave 

propagation have their highest concentration between about 250 and 400 km. Ionization of this region 

of the atmosphere is attributed mostly to extreme-ultraviolet radiation from the Sun. Seasonal 

variations, as well as 11-year variations (corresponding to the solar cycle) can be seen. Number of 

sunspots, episodic X rays and solar particle fluxes associated with solar flares can also occur. 

Significant disturbances are also measured in particular during geomagnetic storms caused by the 

http://www.altimetry.info/wp-content/uploads/2015/09/pole_tide_GDR_J1_cy223_l31_sm.jpg
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interaction between the solar wind and the Earthôs magnetic field (The solar wind consists of a 

constant stream of charged particles flowing outward from the Sun. Most of these particles are 

deflected by the Earthôs magnetic field. But some get through to the ionosphere and interact with the 

atmosphere). 

 

Figure 5.32. Amplitudes in metres of the ionospheric correction derived from Doris 

measurements. This map is drawn using the BRAT from the Jason-1 GDR products. A Loess filter 

(value of 31) is applied to obtain a fully coloured plot 

The propagation velocity of a radio pulse is slowed by an amount proportional to the density of free 

electrons of the Earthôs ionosphere, also known as the total electron content (TEC, measured by the 

total electron content units, 1 TECU = 10
16

 el. m
-2

). The retardation of velocity is inversely 

proportional to frequency squared. For instance, it causes the altimeter to slightly over-estimate the 

range to the sea surface by typically 0.2 to 20 cm at 13.6 GHz. The amount varies from day to night 

(very few free electrons at night), from summer to winter, and as a function of the solar cycle (fewer 

during solar minimum). For treatments of this correction, see Chelton et al. [2001], Imel [1994], and 

Callahan [1984]. 

Because this effect is dispersive, measurement of the range at two frequencies allows it to be 

estimated. Under typical ocean conditions of 2-metre significant wave height the Ku band ionospheric 

range correction that is determined from the dual frequency measurements from the altimeter is 

expected to have an accuracy of ±0.5 cm. 

References: 

¶ Chelton et al., Satellite Altimetry, Satellite altimetry and Earth sciences, L.L. Fu and A. 

Cazenave Ed., Academic Press, 2001. 

¶ Imel, D., Evaluation of the Topex/Poseidon dual-frequency ionosphere correction, J. 

Geosphys. Res., 99, 24, 895-906, 1994. 

¶ Callahan, P.S., Ionospheric variations affecting altimeter measurements: A brief synopsis, 

Mar.Geod., 8, 249-263, 1984. 

5.2.2.3.4 Wet troposphere correction  

The wet troposphere correction is the correction for the path delay in the radar return signal due to 

cloud liquid water and water vapour in the atmosphere. It is calculated from radiometer measurements 

and meteorological models. 

Its order of magnitude is about 0 to 50 cm with an annual cycle amplitude of up to 20 cm. 

It is usually computed over oceans with simultaneous radiometric measurements (see the JMR: Jason-

1 Microwave Radiometer). However, such radiometric measurements generally fail over land or near 

http://www.altimetry.info/wp-content/uploads/2015/09/iono_doris_GDR_J1_cy223_l31_sm.jpg


Radar Altimetry Tutorial 

 Page: 46 of 356 

 

the coasts and may be superseded by a correction computed from meteorological model outputs 

(GDP+, NCEP or ECMWF models). 

In addition to its limited geographical coverage, this correction suffers from the fact that the altitude 

of the water body is not taken into account: the atmosphere column reaches the sea level everywhere 

and is thus too thick! 

 

Figure 5.33. Location of the global set of GNSS coastal and island stations (black dots) used in 

the GPD+( GNSS-derived path delay Plus algorithms) computations. The background picture is 

the map of the standard deviation of the wet tropospheric correction, in metres, computed from 

two years of ECMWF model fields. (Credits University of Porto) 

An error of 10 m in the thickness of the atmosphere column corresponds to an error of 1 mm in the 

correction. Consequently, the correction is often overestimated for non-ocean areas. When the surface 

altitude with a DEM (Digital Elevation Model) is taken into account in the meteorological models, 

the correction is more accurate. 

Therefore, the precise estimation of the altitude of the reflecting continental surface appears as the 

key factor for an accurate computation of the propagation delay through the troposphere. Some 

projects are underway to improve this wet troposphere correction near the coasts and over land using 

the altitude value deduced from the altimetric measurement itself. 

Further  information:  

¶ Desportes, C., Obligis, E., Eymard, L., On the wet tropospheric correction for altimetry in 

coastal regions, in Geosc. and Remote Sensing, Vol.45, Issue 7, Part 1,2139-2149, 2007. 

¶ Mercier, F., Zanife, O.Z, Improvement of the Topex/Poseidon altimetric data processing for 

hydrological purposes, 15 years of progress in radar altimetry Symposium, Venice, Italy, 

2006. 

5.2.2.3.5 Dry troposphere correction  



Radar Altimetry Tutorial 

 Page: 47 of 356 

 

This correction for the dry gas component of the atmosphere refraction takes into account the path 

delay in the radar return signal due to the atmosphere. It is by far the largest adjustment that must be 

applied to altimeter measurement (since its order of magnitude is about 2.3 m) but its temporal 

variations are low (a few centimetres only). 

 

Figure 5.34. Amplitude in metres of the dry troposphere correction computed from the ECMWF 

atmospheric pressures and model for the Jason-1 cycle 223. This map is drawn using the BRAT 

from the Jason-1 GDR products. A Loess filter (value of 31) is applied to obtain a fully coloured 

plot. 

The dry tropospheric range correction in units of cm can be approximated by the Saastamoinen 

formula: 

DRdry= -0.02277Po*(1+0.0026cos2j) Eq. 2 

 

where Po is the sea level pressure in Pascal and j the latitude. Thus, the dry tropospheric range delay 

is proportional to sea level pressure and also depends on the latitude. A sea level pressure error of 5 

mbar corresponds to a range error of about 1 cm. 

Since it is not possible to estimate the sea level pressure from space, the dry troposphere correction 

must be obtained from meteorological models. 

5.2.2.3.6 Inverse barometer  

The Inverse Barometer (IB) correction accounts for variations in sea surface height due to 

atmospheric pressure variations (atmospheric loading). It can reach about ±15 cm and it is calculated 

from meteorological models. 

 

The response of the sea surface to changes in atmospheric pressure has a large effect on measured sea 

surface height.  

http://www.altimetry.info/wp-content/uploads/2015/09/dry_corr_GDR_J1_cy223_l31_sm.jpg
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Figure 5.35. Amplitude in metres of Inverse Barometer correction computed from ECMWF 

atmospheric pressures during the Jason-1 cycle 223. This map is drawn using the BRAT from the 

Jason-1 GDR products. A Loess filter (value of 20) is applied to obtain a fully coloured plot but it 

makes some artificial  data on coastal areas. 

 

The inverse barometer correction IB can be easily computed from the dry troposphere correction 

obtained from the sea level pressure Po: 

IB (mm) = -9.948 *  (DRdry (mbars) ï 1013.3 ) Eq. 3 

 

[from Aviso and PoDaac User Handbook ï IGDR and GDR Jason-1 Product, 2008]. 

A 1 mbar atmospheric pressure change corresponds to a linear response of the sea level of about 1 

cm. 

Further  information : 

¶ C. Wunsch and D. Stammer, Atmospheric loading and the oceanic inverted barometer effect, 

Reviews of Geophys., 35(1), 79-107, 1997. 

¶ J. Willebrand, S.. Philander, R.. Pacanowski, The oceanic response to large-scale atmospheric 

disturbances, J. Phys.Oceanography 10, 411-429, 1980 

¶ R.M. Ponte, P. Gaspar, Regional analysis of the inverted barometer effect over the global 

ocean using Topex/Poseidon data and model results, J. Geosphys. Res., 104 (C7), 15587-

15601, 1999. 

¶ D. Stammer, C. Wunsch, R.M. Ponte, De-aliasind of global high frequency barotropic 

motions in altimeter observations, Geosphys.Res.Lett., 27(8), 1175-1178, 2000. 

¶ L. Carrère, F. Lyard, Modelling the barotropic response of the global ocean to atmospheric 

wind and pressure forcing ï comparisons with observations , Geosphys.Res.Lett., 30(6), pp 

1275, 2003. 

 

5.2.2.3.7 Electromagnetic bias  

The electromagnetic bias is originated in measurements by the different reflectivity of wave crests 

and troughs. The correction used is derived from models. Bias uncertainty is currently the biggest 

factor in altimeter error budgets. 

http://www.altimetry.info/wp-content/uploads/2015/09/IB_GDR_J1_cy223_l20_sm.jpg
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Figure 5.36. Amplitude in metres of the sea state bias correction computed from empirical model 

for the Ku-band, here for the Jason-1 cycle 223. This map is drawn using the BRAT from the 

Jason-1 GDR products. 

The sea surface elements do not contribute equally to the radar return: troughs of waves tend to reflect 

altimeter pulses better than crests. Thus the centroid of the mean reflecting surface is shifted away 

from mean sea level towards the troughs of the waves. Consequently, the shift leads the altimeter to 

over-estimate the height of the satellite above the sea surface. 

The nature of the sea state bias has been investigated using airborne radars and laser systems capable 

of determining, for various sea states, the strength of the vertically reflected signal as a function of 

the displacement of the reflecting area from mean sea level. The state bias is given as a function of 

wind speed and the skewness and kurtosis of the probability distribution of sea surface elevation due 

to the waves on the sea surface. 

The electromagnetic bias is the difference between the mean height of the sea surface specular facets 

and the mean sea level. It is smaller towards the crests and larger towards the troughs [Yaplee, 1971]. 

In other words, the wave troughs are better reflectors than the crests. As a result, the mean height of 

the sea surface specular facets is below the mean sea level. The difference between the mean height 

of the specular facets and the mean sea level is the EMB.  

References: 

¶ Yaplee, B.S., and al., Nanoseconds radar observations of the ocean surface from a stable 

platform. IEEE Trans. Geosci.Electron. GE-9 171-174 , 1971. 

 

5.2.2.4 Instrumental  errors  

The following corrections can be computed (depending on the satellites): 

¶ USO correction (Ultra-Stable Oscillator) 

Correction for drift of onboard oscillators used to generate the internal clock needed for 

sending radar pulses. The degree of the drift depends on the oscillator frequency. 

Order of magnitude: 1 cm 

¶ Centre of Gravity (CoG) 

Correction for variations in the satelliteôs centre of gravity, due to fuel consumption, solar 

panel orientation and other factors (the presence of this correction depends on the satellite). 

http://www.altimetry.info/wp-content/uploads/2015/09/sea_state_bias_ku_GDR_J1_cy223_sm.jpg
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¶ Correction tables 

Corrections for instrument and algorithm effects that cannot be modelled. These tables are 

derived from altimeter simulations (the presence of this correction depends on the satellite). 

Order of magnitude: a few centimetres 

¶ Applied to Waveforms (before retracking) 

Correction for effects due to filters used to eliminate certain frequencies in the return radar 

signal. 

Order of magnitude: a few centimetres 

 

5.2.2.5 Reference surfaces  

Reference ellipsoids and geoids are typically used to compute estimates (e.g. sea surface height with 

respect to WGS-84 ellipsoid) and can be included as additional information. Most are specific to the 

ocean. 

Reference ellipsoid 

The reference ellipsoid is an arbitrary reference surface that is a rough approximation of the Earthôs 

shape, which is basically a sphere óflattenedô at its poles. The length of one of the axes at the equator 

is chosen so that the ellipsoid coincides with mean sea level at this latitude. It is the first-order 

definition of the non-spherical shape of the Earth as an ellipsoid of revolution. 

Geoid 

The marine geoid is the shape of the sea surface assuming the complete absence of perturbing forces 

(tides, wind, currents, etc.). The geoid reflects the Earthôs gravitational field (it is an equipotential 

surface) and varies in height by as much as 100 metres over distances of several thousand kilometres 

due to the uneven mass distribution within the planetôs crust, mantle and core. Other, less pronounced 

irregularities are also visible over smaller distances. These reflect the ocean bottom topography. 

The marine geoid can be estimated also using altimetry measurements of sea surface height. 

The absolute dynamic topography, used to derive ocean currents, can be defined as the mean sea 

surface height with respect to the geoid. 

Mean sea surface 

The Mean Sea Surface represents the sea level due to constant phenomena. It is the sum of the geoid 

and the Mean Dynamic Topography (that includes the permanent stationary component of ocean 

dynamic topography). 

The Mean Sea Surface is computed from altimetry, averaging data over several years. 

Sea level anomalies (also called sea surface height anomalies) are sea surface heights with respect to 

the Mean Sea Surface (MSS). It is not to be confused with what is usually called óMean Sea Levelô ( 

MSL), which is a measure of the sea level variations over time (see Applications: Ocean: Mean Sea 

Level). 

A mean profile can also be used, which is the mean of the sea surface along the tracks of a specific 

satellite (whereas MSS can be computed from several satellites) 
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Mean dynamic topography 

The Mean Dynamic Topography is the permanent stationary component of ocean dynamic 

topography.  

This mean circulation is not produced directly from altimetry data, which rather provide the mean sea 

surface, consisting of the marine geoid plus the sea elevation due to the mean oceanic. We, therefore, 

have to combine altimetry data with other data (in-situ, gravimetric satellites, etc), to determine the 

geoid precisely, and by subtracting it, compute the mean circulation. 

The relation between those three reference surfaces (each one referenced to a Reference ellipsoid) 

can be formalized as follow: 

Mean Sea Surface (MSS) = Geoid + Mean Dynamic Topography (MDT) 

Quantities computed from altimetric heights can be thus defined: 

Sea Surface Height (SSH) is the sea surface height with respect to the Reference ellipsoid 

Dynamic topography (or Absolute Dynamic Topography, ADT; sometimes called Sea Surface 

Topography ð which can be misleading with Sea Surface Temperature, however) is the sea surface 

height with respect to the geoid 

Sea Level Anomalies (SLA, also called SSHA, Sea Surface Height Anomalies) is the sea surface 

height with respect to a Mean Sea Surface or a Mean profile 

So,  

SSH = (Altitude ï Range ï corrections) = geoid + ADT = MSS + SLA/SSHA = geoid 

+ MDT + SLA/SSHA 
Eq. 4 

Bathymetry 

Bathymetry is the measurement of the ocean depths. Although is has no direct use in altimetry data 

processing, it can be useful in shallow water (since ocean altimetry is not as effective there), or for 

comparing with ocean features such as currents. 

Bathymetry can be computed using, among other things, altimetry sea surface height measurements 

(via the geoid). 

 

5.2.2.5.1  Reference ellipsoid  

The reference ellipsoid is an arbitrary reference surface that is a raw approximation of the Earthôs 

shape, which is basically a sphere ñflattenedò at its poles. The length of one of the axes at the Equator 

is chosen so that the ellipsoid coincides at this latitude with the mean sea level. It is the first-order 

definition of the non-spherical shape of the Earth as an ellipsoid of revolution. To first order, it 

accounts for over 90% of the geoid. 

The reference ellipsoid is basically a convenience so that users donôt have to work with larger 

numbers, and to get more precision in calculations. Sea surface height measurements from the centre 
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of the Earth are on the order of 6000 km. By removing a reference surface, the heights relative to the 

ellipsoid are on the order of 100 metres. Thus, one can gain several digits of accuracy in numerical 

calculations. 

In fact, any reference surface could be used. A sphere would work, but sea surface height differences 

from this surface could be as large as 20 km, thus one would lose precision than by using an ellipsoid. 

 

 

Figure 5.37. Schematic of the Reference ellipsoid with respect to the geoid.  

In altimetry, the Topex/Poseidon and the WGS84 ellipsoids are typically used: 

For Topex/Poseidon, Jason-1, Jason-2 (T/P ellipsoid): 

¶ radius: 6378136.3 m 

¶ inverse Earth flattening coefficient: 298.257 

For ERS-1, ERS-2, Envisat (WGS84): 

¶ radius: 6378137 m 

¶ inverse Earth flattening coefficient: 298.257223563 

 

5.2.2.5.2 Geoid  

The marine geoid (actually geoid undulation, but called simply geoid) is a distance above the 

reference ellipsoid. It is an equipotential surface of the Earth's gravitational field that is closely 

associated with the location of the mean sea surface.  

 

http://www.altimetry.info/wp-content/uploads/2015/08/ellipsoid1.gif
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Figure 5.38. Geoid height (more properly geoid undulation) from Envisat GDR, in a 3D and in a 

plate carrèe projection. These maps are drawn using the BRAT. 

The reference ellipsoid is a bi-axial ellipsoid of revolution. The centre of the ellipsoid is ideally at the 

centre of mass of the Earth although the centre is usually placed at the origin of the reference frame 

in which a satellite orbit is calculated and tracking station positions are given. The separation between 

the geoid and the reference ellipsoid is the geoid undulation. 

The geoid undulation, over the entire Earth, has a root mean square value of 30.6 m with extreme 

values of approximately 83 m and -106 m. Although the geoid undulations are primarily long 

wavelength phenomena, short wavelength changes in the geoid undulation are seen over seamounts, 

trenches, ridges, etc., in the oceans. The calculation of a high resolution geoid requires high resolution 

surface gravity data in the region of interest as well as a potential coefficient model that can be used 

to define the long and medium wavelengths of the Earthôs gravitational field. For ocean circulation 

studies, it is important that the long wavelength part of the geoid be accurately determined. Thanks 

in particular to gravity missions, new geopotential models (EGM96 and EGM2008) have become 

available as an improvement of the initial JGM3 and OSU91A models (JGM3 is described in [Tapley 

et al., 1994]; OSU91A is described in [Rapp et al., 1991.]) 

References: 

¶ Rapp, R. H. et al., 1991, Consideration of Permanent Tidal Deformation in the Orbit 

Determination and Data Analysis for the TOPEX/POSEIDON Mission, NASA Tech. 

Memorandum 100775, Goddard Space Flight Center, Greenbelt, MD. 

¶ Rapp, R. H., Y. M. Wang, and N. K. Pavlis, 1991, The Ohio State 1991 geopotential and Sea 

Surface Topography Harmonic Coefficient Models, Rpt. 410, Dept. of Geodetic Science and 

Surveying, The Ohio State University, Columbus, OH. 

¶ Tapley, B. D. et al., 1994, Accuracy Assessment of the Large Scale Dynamic Ocean 

Topography from TOPEX/POSEIDON Altimetry, J. Geophys. Res., 99 (C12), 24, 605-24, 

618. 

 

 

5.2.2.5.3 Mean Sea surface  

The Mean Sea Surface represents the sea level due to constant phenomena. It is the addition of the 

geoid and the Mean Dynamic Topography (that includes the permanent stationary component of the 

ocean dynamic topography). 

http://www.altimetry.info/wp-content/uploads/2015/08/geoid3D_sm1.jpg
http://www.altimetry.info/wp-content/uploads/2015/08/geoid_ht_sm1.gif
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Figure 5.39. Mean Sea Surface MSS_CNES_CLS15. Credits CNES/CLS. It has been computed using 

a 20-year period of altimetry data 

A Mean Sea Surface shows the mean shape of the sea surface during the period covered by the 

altimetry data. It corresponds to the sum of geoid + mean ocean circulation (it is corrected from 

seasonal variations). The relief of this surface reveal: 

¶ on a scale of thousands metres, undulations of hundreds of metres due to differences in 

densities into the mantle; 

¶ on medium wavelengths, currents and water masses of varying densities, leading to sea level 

variations of several metres; 

¶ on short wavelengths, the heterogeneous distribution of matter concerning earthôs surface 

layer and oceanôs bottom topography, that implies geoid undulations of several metres. 

A Mean Sea Surface (MSS) represents the position of the ocean surface averaged over an appropriate 

time period to remove annual, semi-annual, seasonal, and spurious sea surface height signals. A MSS 

is given as a grid with spacing consistent with the altimeter and other data used in the generation of 

the grid values. The MSS grid can be useful for data editing purposes; for the calculation of along 

track and cross track geoid gradients; for the calculation of gridded gravity anomalies, for geophysical 

studies; for a reference surface to which sea surface height data from different altimeter missions can 

be reduced, etc. 

Longer time spans of data that become available in the future, along with improved data handling 

techniques could improve the current MSS models. Care must be given to the retention of high 

frequency signal and the reduction of high frequency noise. 

5.2.2.5.4 Mean dynamic topography  

The Mean Dynamic Topography is the permanent stationary component of the ocean dynamic 

topography. 
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This mean circulation is not an immediate product of altimetry data. Those data give more the mean 

sea surface, which contains the marine geoid plus the sea elevation due to the mean oceanic. So we 

have to combine altimetric data with others (in-situ, gravimetric satellitesé), to precisely determine 

the geoid, and by subtracting it, compute the mean circulation.  

 

Figure 5.40. GOCE User Toolbox Workflow (Credits DTU) 

 

The MDT computation can be performed with the GOCE User Toolbox [Bingham et al 2015] 
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Figure 5.41. Mean dynamic topography, i.e. oceanic relief corresponding to permanent ocean 

circulation. Arrows are proportional to current speed. (Credits CNES/CLS) 

5.2.2.5.5 Bathymetry  

Bathymetry is the measurement of the ocean depths. Although is has no direct use for altimetry data 

processing, it can be useful for shallow water (since ocean altimetry is not at its best there), or to 

compare with some ocean features, like currents. 

Bathymetry can be computed using among other things altimetry sea surface heights (via the geoid) 

measurement (see Use Cases: Geophysics: Bathymetry). 

 

Figure 5.42. ETOPO1 Amante, C. and B.W. Eakins, 2009. ETOPO1 1 Arc-Minute Global Relief 

Model: Procedures, Data Sources and Analysis. NOAA Technical Memorandum NESDIS 

NGDC-24. National Geophysical Data Center, NOAA. doi:10.7289/V5C8276M  
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The (I)GDRs provide a parameter bathymetry that gives the ocean depth or land elevation of the data 

point. Ocean depths have negative values, and land elevations have positive values. This parameter 

is given to allow users to make their own ñcutò for ocean depth. It is not a direct computation from 

the data within the same dataset. 

5.2.2.6 Flags  

In general, flagging consists of three parts: instrument flags (on/off), telemetry flags (preliminary 

flagging and editing) and data quality flags (geophysical processing flags). 

¶ Telemetry flags are initially based on altimeter modes and concern checking of telemetry data 

quality. Only severely corrupted data are not processed. The flag setting used is designed to 

get a maximum of data into the Sensor Data Records. Science data are processed only when 

the altimeter is in a tracking mode. 

¶ Quality flags involve residuals from smoothing or fits from the data themselves. Flag setting 

checks for gaps, exceeded limits and excessive changes. Among these flags, some have a 

general meaning, describing the measurement environment. 

¶ Other flags indicate what type of surface is beneath the satellite (ocean, ice, solid earth, etc). 

¶ Instrument flags tell us which instruments are on and/or which frequencies are used (mostly 

for Topex/Poseidon). 

 

Figure 5.43. The CryoSat L2 Intermediate flag indicating the success or failure of the retracking 

process from 13/7/17 to 11/8/17. (Credits UCL) 
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5.2.2.7 Retracking  

Retracking altimetry data is done by computing the departure of the waveformôs leading edge from 

the altimeter tracking gate and correcting the satellite range measurement (and surface elevation) 

accordingly. 

 

Figure 5.44. Typical ice sheet altimeter waveform illustrating the retracking correction that must 

be applied to compensate for deviation of the waveformôs leading edge from the on-board 

altimeter tracking gate. (Credits NASA/GSFC) 

The major stages in the acquisition and tracking of the waveforms are as follows. At regular intervals 

defined by the Pulse Repetition Frequency (PRF), frequency linearly modulated pulses are 

transmitted by the altimeter towards the Earthôs surface. After reflection on the surface, the pulse is 

received back on board and mixed with a pulse similar to the emitted one which has been triggered 

by the tracker information. The mixed pulse, which is referred to as the óindividual echoô, provides a 

sampled measurement of the return power as a function of time, distance or frequency. In order to 

reduce the statistical fluctuations (speckle) affecting the individual echoes and to perform real-time 

tracking (i.e. to maintain the signal inside an analysis window as far as range and power are 

concerned), these echoes are averaged on-board over a period which corresponds to the altimeterôs 

duty cycle (typically 50 ms). The resulting signal is referred to as an óaveraged echoô or a ówaveformô. 

It is processed by the on-board tracking system to derive the range and power. In the case of Topex, 

the SWH information is also extracted. This information is then used as input for the tracking loop 

during the duty cycle that follows. 

The acquisition and tracking functions are carried out by two subsystems. The first one performs 

acquisition of the waveforms, this is the Radio Frequency Unit (RFU). The second one processes the 

waveforms, this is the Processing and Control Unit (PCU). 

Over topographic surfaces, a radar altimeterôs on-board tracking system is unable to maintain the 

echo waveform at the nominal tracking position in the filter bank, due to rapid range variations. This 

results in an error in the telemetered range known as tracker offset. Retracking is the term used to 

describe a group of non-linear ground processing estimation techniques which attempt to determine 

the tracker offset from the telemetered echoes, and thereby estimate the range to the point of closest 

http://www.altimetry.info/wp-content/uploads/2015/08/retpic1.gif
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approach on the surface. Peaky echoes from sea ice cause range tracking jitter, which also results in 

tracker offset. 

For example, there are three independent retracking techniques used by Envisat RA2 over non-ocean 

surfaces: 

¶ Ice2 retracker 

The ice2 retracker was designed specifically for Envisat in order to extract parameters related 

to geophysical phenomena over land surfaces as well as water surfaces. This retracking fits a 

Brown-like model to the altimeter waveform. 

The output parameters are: the leading-edge amplitude, the range, the leading-edge width, 

the trailing edge slope and the backscatter. 

¶ Sea-ice retracker 

The second retracker is a threshold retracker intended for use with data from sea ice, i.e. very 

specular or narrow-peaked echoes. From the parameterisation, a tracker offset is calculated. 

In addition, an estimate of the backscatter is made from the power in the filter bank. Although 

the given algorithm is general, only Envisat RA2 Ku-band calculations are currently done for 

sea ice. 

The sea ice retracking algorithm uses a threshold to determine the leading-edge position 

calculated as a fraction, T02 j, of the peak amplitude Ajsea. The leading-edge position is 

taken as the point on the echo that first crosses the amplitude T02 jAjsea, where the scaling 

factor is currently set to 0.5. 

¶ OCOG retracker 

The Offset Centre-of-Gravity (OCOG) retracker is most suited for continental ice data. The 

waveform pair is parameterised using the OCOG scheme. From the parameterisation, a 

tracker offset is calculated. In addition, an estimate of the backscatter is made from the power 

in the filter bank. 

In OCOG retracking, the echo is replaced with a box that has the same centre of area as the 

echo. The box is defined by parameterisation of the waveform using three measurements, i) 

the position of the centre of area, ii)  the width of the box, and iii)  the amplitude of the box. 

The leading edge position is taken as the point on the echo that first crosses the amplitude 

T01 jAjocog, where T01 j is an empirically determined threshold, currently set to 0.5. 

5.2.2.8 High-Level processing  

Once level 2 data (i.e data incorporating instrumental, atmospheric and geophysical corrections, and 

validated for quality assurance) have been processed, more advanced processing can be applied. This 

involves data qualification, pre-computing some parameters, re-projecting others, making a grid out 

of the along-track data, and even merging several different datasets from various satellites. 

Selecting valid data 

Processing high-level altimetry data begins with quality control, and validation of altimetry data and 

geophysical corrections. Only valid ocean data are selected. Editing criteria for each satellite is 

provided in the handbooks. 

Applying altimetric  corrections and computing physical parameters 

Altimeter measurements have many potential sources of error. They need to be corrected for 

instrumental errors and geophysical influences (tides, atmospheric delays, etc). Then, by subtracting 

the range from the satelliteôs altitude, the (corrected) surface height can be obtained. Other parameters 

can also be derived, such as sea level anomalies, etc. 
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Reducing orbit  error:  multi -mission processing 

Using multiple satellites together makes high-definition altimetry possible. The main point of multi-

mission processing is to intercalibrate the different altimeters. 

Multi -mission crossover differences are minimised by multi-satellite orbit error determination, or by 

adjusting less accurate orbits using a more precise mission as a reference. This is done for missions 

that do not have very accurate orbit determination (ERS and GFO) but also to remove biases and 

differences with the reference mission (T/P from February 2004, Envisat) [Le Traon et al., 1995], [Le 

Traon and Ogor, 1998]. Using the precision of the reference mission orbit, the orbit error can be 

estimated very accurately. 

Mapping (or gridding)  the along-track data 

Altimetry data are, basically, along-track. For ease of use and compatibility with other datasets, they 

can be gridded, i.e. data along the track are interpolated and provided as points on a grid (e.g. data 

every 1/3° in longitude and latitude). 

References: 

¶ Le Traon, P.-Y., F. Ogor, ERS-1/2 orbit improvement using Topex/Poseidon: The 2 cm 

challenge, J. Geophys. Res., 103, C4, 8045-8057, 1998. 

¶ Le Traon, P.-Y., P. Gaspar, F. Bouyssel, H. Makhmara, Using Topex/Poseidon data to 

enhance ERS-1 orbit, J. Atm. Ocean. Tech., 12, 161-170, 1995. 

 

5.2.3 Data qualification : "CalVal"   

Calval (CALibration / VALidation) is what determines data quality. This step involves a series of 

quality controls designed to ensure a continuous supply of data. 

Calval teams calibrate the satellite instruments and determine the parameters, corrections, biases and 

so on to be applied to measurements. In particular, this task involves validating and refining 

algorithms in close collaboration with processing system development teams and users. Once the 

mission is fully underway, Calval operations consist in determining data quality and keeping a check 

on instrument drift. Quality control is achieved through statistical data analysis, analyses at crossover 

points, and comparisons between orbit cycles. Data are also compared with other missions. 

Calibration  phase 

Absolute calibration is the comparison of the engineering measurement with an independent 

measurement (e.g. buoy, tide gauge) of the same parameter (range, sea surface height, etc.). Absolute 

calibration provides one reference point for the complete altimetric time series, a decade after the 

absolute calibration of ERS-1. In relative calibration, two altimetry systems are compared through 

their global geophysical data products. Due to the huge number of globally-distributed measurements 

processed, relative calibration is significantly more precise than local absolute calibration. This is 

where the main benefit of this technique lies: to ensure consistency in two different but momentarily 

overlapping missions. 

The altimeterôs calibration and validation activities are normally organised by working teams with 

thematic responsibilities. Verification and absolute calibration of range and sigma0 are tasks of the 

In-flight Instrument Calibration Team, orbit validation is the task of the Precise Orbit Determination 
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Team, and relative calibration and product validation are the responsibility of the Cross-Calibration 

and Validation Team. 

The altimetric measurement time series, being produced from different altimetric missions, will  need 

to be inter-calibrated, within a required precision, in order to obtain a consistent multi-satellite data 

set. Inter-calibration, or so-called cross-calibration, is the determination of relative biases between 

the measurements of different altimeters. 

Cross calibration activities are divided into product validation and algorithm verification. The 

objective behind product validation is to authorise the distribution of validated products to all users 

within weeks/months after launch. The geophysical processing algorithms also undergo a post-launch 

verification of real data with the aim of assessing algorithm performance, tuning processing 

parameters and applying relevant calibration coefficients at the end of the commissioning phase. 

Data exploitation 

After the Commissioning Phase, the Routine Exploitation phase begins, and continues until the end 

of the altimetry mission. The commissioning phase group is then required to formulate further 

recommendations at the completion of the phase (e.g. updating parameters in processors by applying 

new calibration values, updating algorithms, opportunity to reprocess commissioning phase data, 

proposed new products and algorithms, etc). During the routine phase these recommendations are 

taken on board, and new instrument or processing anomalies are investigated and solved. 
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5.3 Future technology improvements 

Satellite altimetry has proven to be a valuable source of data for a broad range of applications. 

Looking beyond the missions in operational service today, future satellites will  need to provide better 

spatial and temporal coverage so that we can study mesoscale variations and other phenomena more 

closely. For the medium term, consideration is now being given to altimetry missions capable of 

óscanningô the ocean surface to acquire data at scales of a few tens of kilometres, passing over the 

same spots every few days. Other projects on the drawing board are based on constellations of 

dedicated, low-cost microsatellites. The use of óopportunity signalsô is also being considered, with 

the possibility of retrieving reflected signals transmitted by satellites in the Global Navigation 

Satellite System (GNSS). 

Ka-band altimetry  

A Ka-band (35 GHz) altimeter would be much less affected by the ionosphere than one operating at 

Ku-band, and would have greater performance in terms of vertical resolution, time decorrelation of 

echoes, spatial resolution and range noise. With the design of an adapted tracker algorithm, near-

continuous altimetric tracking over all kinds of surface could be performed, which is especially 

important when approaching or leaving coasts. The main drawback is that Ka-band electromagnetic 

waves are sensitive to rain. However, this does not prevent them from acquiring a fairly high 

percentage of measurements, except for strong rain rates. 

Altimeter -interferometers 

An altimeter/interferometer would include several altimeters mounted on masts which would acquire 

measurements simultaneously, thus providing continuous, single- or multi-altimeter wide-area 

coverage. 

Constellations 

One of the ways to improve altimetry resolution is to use several satellites at the same time. Until 

now, this has been done with very different types of satellite. The use of several identical satellites in 

constellation could reduce costs (development costs, and launch costs too for micro-satellites 

launched by the same rocket). 

GNSS altimetry  

One approach being pursued to achieve maximum altimetry data coverage is to receive reflected 

signals transmitted by satellites in the Global Navigation Satellite System (GNSS), in particular from 

the Global Positioning System (GPS) constellation and its European civil  counterpart, Galileo. This 

concept is based on a satellite in near-polar orbit (at an altitude of 400 to 500 km) retrieving signals 

emitted by multiple satellites and reflected by the ocean surface, then analysing these signals to 

compute sea surface height. This concept is currently still only in the study phase. 

Further  information:  

¶ Special Issue on Satellite Altimetry: New Sensors and New Application, Sensors, Ge Chen 

and Graham D. Quartly ed., 2006 

¶ Guijarro, J., R. Santoleri, B.B. Nardelli, L. Borgarelli, R. Croci, R. Venturini, G. Alberti, A. 

Caramagno, F. Pirondini, Innovative radar altimeter concepts, Geoscience and Remote 

Sensing Symposium, 2003. IGARSS ô03 Proceedings, IEEE International, 2, 1080- 1082, 

2003. 
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5.3.1 Ka-band altimeter  

A Ka-band (35 GHz) altimeter would be much less affected by the ionosphere than one operating at 

Ku-band, and would have enhanced performance in terms of vertical resolution, time decorrelation 

of echoes, spatial resolution and range noise. With the design of an adapted tracker algorithm, near-

continuous altimetric tracking above all kinds of surface could be performed, which is especially 

important when approaching or leaving coasts. The main drawback is that Ka-band electromagnetic 

waves are sensitive to rain. However, this does not prevent them from acquiring a fairly high 

percentage of measurements, except for strong rain rates. 

Use of the Ka-band for an altimeter would provide: 

¶ Low ionospheric attenuation 

ðthis can be considered as negligible, except for some exceptional ionospheric situationsï 

and would therefore eliminate the need for a dual-frequency altimeter. The DORIS system 

can provide data for ionospheric corrections whenever there are significant perturbations. 

¶ Higher pulse repetition frequency (4 kHz). 

¶ The decorrelation time of sea echoes at Ka-band is shorter than at Ku-band. This makes it 

possible to increase significantly the number of independent echoes per second compared 

with Ku-band altimeters. 

¶ Larger bandwidth (up to 500 MHz). 

¶ The 500 MHz bandwidth that can be used at Ka-band provides a high vertical resolution (0.3 

m) which is improved with respect to other altimeters (including Jason-1 and Envisat). 

¶ Better description of sea surface roughness than at Ku-band 

¶ The eight-millimetre wavelength is better suited to describing the slopes of small facets on 

the sea surface (capillary waves, etc.) and enables more accurate measurement of the 

backscatter coefficient over calm or moderate seas, thus leading to a noise reduction of a 

factor of two compared to Poseidon, for wave heights greater than 1 m. 

¶ Lower radar penetration of snow and ice (penetration of snowpack is less than one centimetre 

at Ka-band, compared with five metres at Ku-band). The altimetric observation and height 

restitution thus correspond to a thin subsurface layer. This should improve measurements of 

snowpack with respect to ice aging in the surface layers of the polar ice caps. Moreover, ice 

grain size would also be measurable. Combined with better spatial resolution, Ka-band would 

therefore allow closer monitoring of sea and continental ice. 

The one major drawback of Ka-band is that attenuation due to water or water vapour in the 

troposphere is high. Rain cells ïwhich are often dense and frequent in the Tropicsï will  remain a 

constraining factor, since the radar wave can be attenuated by 2 dB in heavy rain. Typically, if  the 

rain rate is higher than 1.5 mm/h, the radar echoes will  be unusable (whereas at Ku-band, echoes are 

hardly affected at rain rates less than 3 mm/h). However, impact studies carried out on the basis of 

seven years of TMR data from Topex/Poseidon show that rain rates of over 1.5 mm/h only occur 

globally 10 per cent of the time. A Ka-band altimeter would therefore still be able to acquire 

measurements 90% of the time. If  the satellite is on a sun-synchronous orbit, rain frequency will  also 

have to be factored in (it rains most often in the Tropics between 6:00 and 12:00 a.m. and 6:00 and 

12:00 p.m.). Conversely, this 1.5-mm/h threshold will  also be likely to lead to more accurate mapping 

of rain cells over the ocean ïone of the major remaining unknown factors in the global water budgetï 

and yield more reliable climatology data. 

Further  information:  

¶ Phalippou L., E. Caubet and E. Thouvenot, A Ka-band altimeter for future altimetry missions, 

IGARSS'2000, 2000. 
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¶ Rèmy F., B. Legresy and P.Vincent, New scientific opportunities from Ka-band altimetry, 

IGARSS'99, Hamburg, Germany, 1999. 

¶ Jacques Verron and The AltiKa Mission Group, AltiKa:  a Ka-band altimetry system for 

operational altimetry during the GMES period, 15 years of progress in radar altimetry 

symposium, Venice, 2006. 

¶ Verron J., P. Bahurel and P. Vincent, AltiKa:  Etude de la circulation ocèanique mèsoèchelle 

par altimètrie en bande Ka sur microsatellite, Research proposal to CNES, 2001. 

¶ ï Vincent, P., N. Steunou, E. Caubet, L. Phalippou, L. Rey, E. Thouvenot and J. Verron: 

AltiKa:  a Ka-band Altimetry Payload and System for Operational Altimetry during the 

GMES Period, Sensors, Special Issue: Satellite Altimetry: New Sensors and New 

Applications, 2006. 

 

5.3.2 Interferometers  

An altimeter/interferometer would include several altimeters mounted on masts which would acquire 

measurements simultaneously, thus providing continuous, single- or multi-altimeter wide-area 

coverage. 

The main limitations of standard nadir-pointing radar altimeters have been understood for a long time. 

They include the lack of coverage (intertrack distance of typically 150 km for the T/P / Jason tandem) 

and the spatial resolution (typically 2 km for T/P and Jason), expected to be a limiting factor for the 

determination of mesoscale phenomena in the deep ocean. In this context, various solutions using off-

nadir radar interferometry have been proposed by Rodriguez et al. 2004 to provide a solution for 

oceanographic mission objectives. An initial approach is based on the Wide-Swath Ocean Altimeter 

(WSOA) which was intended to be implemented onboard Jason-2 in 2004 but has now been 

abandoned. 

 

Figure 5.45 WSOA on a Jason satellite 

 

An altimeter/interferometer would work as follows: each interferometer would send out and receive 

back a wave from the others. 

http://www.altimetry.info/wp-content/uploads/2015/06/ostm_final.jpg
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Figure 5.46. How the WSOA altimeter/interferometer works. 

 

 

 

There are three factors underlying measurement uncertainty: 

¶ Measurement noise, which depends on the antenna baseline: the longer the baseline, the less 

noise there is. This noise is reduced by mosaicking. The nadir-pointing altimeter also makes 

it possible to register pixels. 

¶ The error related to ionospheric, tropospheric and sea-state bias effects. Here again, the 

radiometerôs wide antenna lobe will  enable tropospheric corrections to be extended reliably 

across a good proportion of the swath. 

¶ The error induced by satellite roll and pitch, which has a direct impact on measurement 

geometry, by triangulation. This noise could be minimised by analysing and adjusting 

ascending and descending data at crossover points. 

 

 

Final measurement accuracy could be as good as 3.2 cm rms per pixel in the mosaicked data (averaged 

to 15 km cells). 

http://www.altimetry.info/wp-content/uploads/2015/06/web_wsoa_small.gif
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Figure 5.47. Example of WSOA measurements along a T/P-Jason-class orbit track. 

This mosaic offers a huge advantage in terms of describing the dynamic topography at high 

resolution, since it allows us to measure sea surface gradient (between pixels) and, therefore, the 

geostrophic velocity. Simulations based on realistic model data yield an error of 4.7 cm/s rms (resp. 

5.9) on the zonal velocity (resp. meridional velocity). Sampling simulations (based on a T/P-type 

orbit, since WSOA could be flown on the Jason satellite) show that the WSOA concept would require 

a constellation of four conventional nadir-pointing satellites in a repeating orbit. The instantaneous 

field of view would be wider than with a conventional altimeter, making it possible to cover coastal 

zones and to improve temporal resolution. The major drawback of such a system is that it involves 

intensive processing to improve accuracy. 

The WSOA option for ocean monitoring was dropped from the Jason-2/OSTM spacecraft in the 

spring of 2005 because of concerns about programmatic risk to the core Jason-2/OSTM mission and 

due to cost overruns. It evolved in the SWOT KaRIn instrument to provide high-resolution 

measurements of SSH (Sea Surface Height) on approximately a 10 km grid across a 200 km swath 

centered on the satellite ground track. 

http://www.altimetry.info/wp-content/uploads/2015/07/sample.gif
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Figure 5.48. SWOT integrated measurement approach (NASA, CNES). 

 

 

SWOT utilizes an integrated measurement approach, which includes the KaRIn system to observe in 

two off-nadir swaths, each of 50 km. KaRIn produces ocean and surface water heights and -co-

registered weather imagery and elevations of 50 m and 1 km resolutions for hydrology and ocean 

communities, respectively. KaRIn includes an experimental nadir channel, either as a NNI (Near-

Nadir Interferometer), or as a KNA (Ka-band Nadir Altimeter). The NNI is baselined. Both provide 

complimentary measurements to KaRIn and to support calibration and validation. The CNES-

supplied Jason-heritage nadir altimeter specifically addresses SSH for long spatial wavelengths. The 

Jason-heritage microwave radiometer corrects the nadir altimeter range measurements for the wet 

tropospheric delay and the GPS and DORIS receivers, with the LRA (Laser Retroreflector Assembly), 

provide precision orbit determination. 
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Further  information:  

¶ Enjolras, V., P. Vincent, J.-C. Souyris, E. Rodriguez, L. Phalippou and A. Cazenave, 

Performances Study of Interferometric Radar Altimeters: from the Instrument to the Global 

Mission Definition, Sensors, 6, 164-192, 2006. 

¶ Ernesto Rodr²guez, ñSurface Water and Ocean Topography Mission (SWOT), Science 

Requirements Document,ò NASA/JPL, March 19, 2009, URL: 

http://swot.jpl.nasa.gov/files/SWOT_science_reqs_final.pdf  

 

5.3.3 Constellations  

One of the ways to improve altimetry resolution is to use several satellites at the same time (see High-

precision altimetry with satellites working together). Until now, this has been done with very different 

types of satellite. The use of several identical satellites in constellation could reduce costs 

(development costs, and launch costs too for micro-satellites launched by the same rocket). 

 

 

Figure 5.49. The WITTEX (Water Inclination Topography and Technology Experiment) altimetry 

satellite constellation project. (Credits John Hopkins University Applied Physics Laboratory) and 

GANDER (Global Altimeter Network Designed to Evaluate Risk) constellation of microsats in 2 

orbit planes (SSTL) 

The questions to be solved relate to the minimum number of satellites needed, their distribution in 

time and space, etc. The answers will  depend in part on the applications favoured ð and on the 

financing available. 

Further  information:  

¶ Raney, R. Keith, and David L. Porter. "WITTEX: An innovative three-satellite radar altimeter 

concept." IEEE Transactions on Geoscience and Remote Sensing 39.11 (2001): 2387-2391. 

Allan, T., The story of GANDER, Sensors, 6, 249-259, 2006. 

 

http://swot.jpl.nasa.gov/files/SWOT_science_reqs_final.pdf
http://www.altimetry.info/wp-content/uploads/2015/08/wittex_orbits_en.gif
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5.3.4 GNSS altimetry   

One approach being pursued for achieving maximum altimetry data coverage is to receive reflected 

signals transmitted by satellites in the Global Navigation Satellite System (GNSS), in particular from 

the Global Positioning System (GPS) constellation and its future European civil  counterpart, Galileo. 

This concept is based on a satellite on a low-earth orbit (at an altitude of 400 to 500 km) retrieving 

signals emitted by multiple satellites and reflected by the ocean surface, then analysing these signals 

to compute sea surface height. The concept is currently still only in the study phase. 

The concept works as follows: a spaceborne GPS receiver receives a signal downlinked from a 

satellite in the constellation, then receives the return echo of the same signal reflected by the ocean 

surface. By measuring the delay between the two, we can calculate the sea surface height. The 

backscatter depends on the angle of incidence ï the receiver only senses specular reflection ï and on 

sea surface roughness. Consequently, the system only works well at low angles of incidence up to 10 

degrees. Therefore signal returns will  only be strong for GPS satellites óaboveô the receiving satellite, 

which will  number no more than ten at any one time. In fact, several return echoes above the same 

area on the ocean will  have to be averaged (from 1 to 10 degrees) to reduce the noise. The main 

weakness of this concept is its accuracy: at an angle of incidence of 10 degrees, the sea surface height 

error would be several metres. The only way to improve accuracy would be to retrieve more return 

echoes from the same point on the ocean surface. That would depend on the number of satellites in 

the GNSS constellation, and the GPS constellation is not expected to expand significantly. On the 

other hand, the European Space Agency has developed its own GNSS, called Galileo, with the first 

satellite launched in 2011 and a total of 30 to be flying in the Fully Operational Capability (FOC) 

service. The highest accuracy at any given time would be 30 centimetres rms. 

 

Figure 5.50. Reception of GPS signals by satellites of opportunity. 

 

Simulations show that a single satellite receiving GPS signals, orbiting at an altitude of 400 

kilometres, would cover the globe in 24 hours with a ground track spacing of 75 kilometres. In other 

words, the satellite would óseeô any given cell of 50 km² on the Earthôs surface 12 times in 10 days. 

On this basis, two satellites providing global coverage would make it possible to achieve sea surface 

height accuracy of 6 cm rms over an average of 10 days and at a resolution of 50 km². Eight satellites 

would offer the same level of accuracy, but at a resolution of 25 km². 

The major advantage of this mission of opportunity concept is its low cost. Its main drawback is its 

accuracy, which only Galileo (or Glonass, the Russian satellite navigation system) could increase. It 

would complement conventional altimetry missions, which are still needed to track climatic variations 

over the oceans. 

http://www.altimetry.info/wp-content/uploads/2015/08/gps_alti_pcpe.gif
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Fixed-location GPS receivers could also be installed along coastlines, for example on masts at a 

height of 200 metres, to deploy a high-quality network that would complement the ocean coverage 

provided by satellites carrying GPS receivers. 

In December 2012 the Phase A studies of ESA's PAssive Reflectometry and Interferometry System 

In-orbit Demonstration (PARIS IoD) mission ended. PARIS is called an interferometric GNSS-R 

(iGNSS-R) system because the direct and the scattered signals are cross-correlated in order to use the 

whole signal's bandwidth, and improve the altimetric precision, despite the large bandwidth signals 

are not publicly available. 

Further  information  

¶ Gleason, S., S. Hodgart, Y. Sun, C. Gommenginger, S. Mackin, M. Adjrad, M. Unwin, 2005, 

Detection and Processing of Bi-Statically Reflected GPS Signals From Low Earth Orbit for 

the Purpose of Ocean Remote Sensing, Accepted by IEEE Trans. Geosci. Remote Sensing. 

¶ Martin-Neira, M., 1993, A Passive Reflectometry and Interferometry System (PARIS): 

Application to Ocean Altimetry, ESA Journal, vol. 17, pp. 331-355. 
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5.4 SAR Tutorial  

5.4.1 On-board  

The on board steps are similar to the ones in Low Resolution Mode. Some parts of the hardware are 

commonly shared between both modes. However the pulses need to be transmitted with a PRF high 

enough so they remain coherent. The PRF value would depend on the satellite orbit and the 

transmission pattern. 

After a burst of pulses is successfully transmitted and received, some corrections should be applied 

before packing the data and send it to the ground station for further processing. 

The Block diagrams of the SIRAL altimeter is shown below. 

 

 

Figure 5.51. Block diagram of the SIRAL instrument. Credit: ESA 

In this case, both LRM, SAR and SARIn data is received and routed to the Processing Unit. There 

the LRM pulses are transformed into range domain and averaged. The SAR pulses would remain in 

time domain and the Fourier transformation will  be performed by the ground processor. 

5.4.1.1 Transmission pattern   

Alternatively to the classical altimeters, transmitted pulses in HR mode are groupped in bursts. The 

pulses within a burst have to be coherent. Thus, the PRI (Pulse Repetition Interval) has to be chosen 

accordingly. 
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Moreover, in order to exploit the concept of Delay-Doppler altimetry, these bursts have to be spaced 

enough so that the pulses are incoherent from burst to burst and they can be averaged later on to 

improve the SNR. Then another parameter comes up: the Burst Repetition Interval (BRI). 

The following pictures show the transmission patterns from different Delay-Doppler altimeters. 

 

Figure 5.52 CryoSat-2 transmission pattern. Each burst is formed of 64 Ku-band pulses. Credit: 

ESA.  

 

Figure 5.53. Sentinel-3 transmission pattern. Note that bursts include 2 C-band pulses here. 

These are used for ionospheric corrections. Credit: ESA 

 

Figure 5.54. Sentinel-6 transmission pattern. Observe that no bursts are present and calibration 

pulses are also in the same transmission pattern as the Ku- and C-band pulses. Credit: ESA 
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5.4.1.2 Mode mask  

CryoSat-2 and Sentinel-3 can switch between the Low Resolution Mode (LR mode) and the High 

Resolution Mode (HR or SAR mode), depending on the scientific and/or user needs. In order to 

perform this switch autonomously, the altimeters carry a mode mask. This mode mask identifies, 

from the coordinates of the observed scenario, the mode that has to be operated at all times. 

Figure below shows the CryoSat-2 mask, also including the interferometry mode called SARin. 

 

Figure 5.55. CryoSat-2 mode mask. SAR (green), SARin (purple) and LRM (red and others) 

operating modes. Credit: ESA 

On the other hand, Sentinel-3 mode mask is: 

 

Figure 5.56. Sentinel-3 mode mask (2015, pre-launch). SAR open/closed loop (green), SAR open 

loop (grey), SAR closed loop (blue) and LRM (white) operating areas.It currently operates in 

SAR mode everywhere. Credit: ESA 
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Alternatively, Sentinel-6 will  perform a continuous transmission of pulses with a variable PRI such 

as both modes (LRM and SAR) can operate simultaneously. Thus, Sentinel-6 will  not have a mode 

mask on-board (excluding calibration acquisitions). This new operating mode is called Interleaved 

mode. 

5.4.2 Resolution cells  

Each emitted pulse is reflected by the surface and is returned to the altimeter a few milliseconds later. 

As the illuminated area grows, the return signal strength grows rapidly until an annulus is formed. It 

then remains constant until the growing annulus (or ring) reaches the edge of the radar antenna beam, 

and then starts to diminish. 

The signal acquired by the altimeter at each Ku-band burst is initially the same as in LRM. It is made 

up of a series of 64 elementary range measurements that correspond to ground resolution cells (i.e. 

concentric rings). The main difference, between LRM and SAR mode, is that the radar pulses of the 

same burst are correlated. The Pulse Repetition Frequency (PRF) and the altimeter phase coherence 

from pulse to pulse are key factors in the synthetic aperture process (i.e. the SAR process) to 

discriminate the along-track Doppler frequencies and to be able to have the reduced resolution cells. 

Depending on the mission, the along and across track resolutions can vary. 

  

Figure 5.57. LRM Footprint (Credit: TAS-F) Figure 5.58. LRM Resolution Cell (Credit: TAS-

F) 

  

Figure 5.59. SAR Range Gates (Credit: TAS-

F) 

Figure 5.60. SAR Resolution Cell (Credit: TAS-

F) 
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5.4.3 Ground processing steps  

Once the data is telemetered to the ground stations, it is unpacked, formatted and then packed again 

for the Ground Processing facilities. These ground processing facilites are responsible of the 

treatment of the satellite data up to L2 (see Section 4. Product Levels). 

Apart from the datation, which is assigning a given time value to each pulse or burst, the main ground 

processing steps are: 

¶ Calibration 

¶ Beam forming 

¶ Multi -looking 

¶ Retracking 

5.4.3.1 Calibration  

During the on-board processing, the waveforms have been affected by the instrument gains and 

attenuations and they may have suffered phase variations as well. All  these factors have to be 

accounted on-ground before the Delay-Doppler processing starts. 

5.4.3.2 Beam forming  

Once the waveforms have been corrected by all the on-board factors, the beam forming starts. 

The beam forming consists in dividing the Doppler bandwidth of the pulses of each burst in different 

Doppler cells, defined by the surface sampling that has been performed previously (see Section 2. 

Resolution cells). This means that the pulses have been split according to Doppler frequencies. And 

the remaining waveforms are called beams, each of them being the backscattered contribution of each 

corresponding resolution cell. 

The figure below depicts the beam forming process, with all the Doppler beams obtained from the 

transmitted burst of pulses. 

 

 

Figure 5.61. Doppler beams obtained from a burst of pulses. Credit: S.Dinardo ESA 
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5.4.3.3 Multilooking  

After the Doppler beams have been created, stacks are formed. A stack is the collection of all the 

beams that have illuminated the same Doppler cell. 

  

 

Figure 5.62. Multiple contributions from different bursts conforming to one stack. Credit: S.Dinardo 

ESA 

After the collection, the whole stack is averaged (multi-looking). Note that, before averaging, the 

stack has been aligned and the beams have been converted to power waveforms. The average should 

be performed in the along track (beams) dimension in order to get the L1B waveform. If  we perform 

the average on the range dimension we obtain the power distribution along track (top right). 

  

5.4.3.4 Retracking 

Retracking is the process that allows extracting scientific parameters characterising the observed 

scene from the input L1B waveforms. Hence, retracking is a key step in the ground processor chain. 

Retrackers can be analytical or empirical. In the analytical ones, a mathematical model emulating the 

L1b waveform is generated and fit ted to the L1B waveform under analysis to extract 3 parameters 

(epoch, SWH and Pu). In order to do so, the model shall replicate all processing steps that led to the 

production of the L1B waveform to be retracked. 
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Figure 5.63. Retracking of an Ocean L1B waveform. Credit: isardSAT 

In the picture above, an L1B waveform is shown together with the ocean retracker. Outputs of an 

analytical retracker are: 

¶ Range (from Epoch) 

¶ SWH 

¶ Backscatter coefficient (from amplitude Pu) 

Furthermore, wind velocity can also be extracted from the backscattering coefficient. 

Empirical retrackers focus on the statistics of the waveform not considering the processing from 

which the L1B waveform has been created. Such retrackers follow mathematical formulations to 

parametrized the waveform and allow to estimate the epoch and the amplitude. Such retrackers (e.g. 

the OCOG, discussed in 5.2.2) provide very good results in the inland water domain (lakes and rivers)  

5.4.4 Product levels  

There are different data products associated with the three levels of processing of altimeter data: 

¶ Level-0 is the raw telemetered data, geolocated and dated 

¶ Level-1A contains calibrated data before SAR processing. 

¶ Level-1BS is the Level-1A data after the beam forming and the geometry corrections (stack 

data). 

¶ Level-1B is the Level-1BS data averaged to obtain a single multilooked waveform per record. 

¶ Level-2 is the Level-1B data retracked and corrected for geophysical effects. 
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5.4.4.1 Level-0 

The input data for Level-0 processing is the Instrument Source Packet (ISP). The ISP contains raw 

data expressed in instrument engineering units, not in international system (SI) units. The first 

function of the Level-0 processing chain is to extract and decode the ISP raw data and convert it into 

SI units. The second function of the Level-0 processing chain is to correct the date and time of the 

measurements and to locate these measurements on the Earth (satellite position and measurement 

location on the Earthôs surface). 

5.4.4.2 Level-1A 

The L1A is an intermediate output of the SAR processor. L1A complex waveforms should be fully  

calibrated (including both instrumental gains and calibration corrections) and aligned in range within 

each burst. The time tag is given at the surface (that is when the middle of the burst reaches the 

surface). L1A is the starting point for the SAR processing which provides high resolution products. 

5.4.4.3 Level-1BS 

The L1B-S HR product contains information of Doppler beams data. Hence, it has only been defined 

for the SAR processing chain. 

The Doppler beams associated to a given surface location (also called stack data) are formed through 

the selection of all the beams that illuminate a given surface location, and that contribute to each L1B 

HR waveform. Beams are the result of applying a Doppler processing to the waveform bursts, that 

allows to divide the conventional altimeter footprint in a certain number of stripes and thus create a 

Delay Doppler Map (DDM). With this, contributions coming from different stripes can be identified 

and collected separately. When all the contributions from different bursts are collected, a stack is 

formed. The stack waveforms are provided in I/Q samples (complex waveforms) in the frequency 

domain. 

Apart from the Doppler processing, the beams of a stack have also been fully calibrated and range 

aligned. The L1B-S also includes characterisation parameters about the stack itself. The time tag is 

given at each surface location (defined throughout the L1 processing chain). 

5.4.4.4 Level-1B 

The L1B SAR product contains the same variables as the L1B-S product except for the waveform 

and the stack characterisation parts. A L1B waveform is the average of each stack and is provided in 

I2Q2 samples (power waveform) in the frequency domain (range domain). 

5.4.4.5 Level-2 

The input data for Level-2 processing are the Level-1 products. The first function of the Level-2 

processing chain is to apply different re-tracking algorithms to the Level-1 waveforms to calculate 

the final altimeter range, backscatter coefficient, wind speed over ocean and SWH. There are different 

types of re-tracking algorithms according to the type of waveforms re-tracked (ocean, ice, sea-ice). 

For the Synthetic Aperture Radar Altimeter (SRAL) on board Sentinel-3, the Level-2 processing 

chain inputs are: 

¶ one Level-1B SRAL product 
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¶ one Level-1B MWR product 

¶ a set of dynamic ancillary or auxiliary data. 

 

 

Figure 5.64. SRAL and MWR Level-1B Inputs and SRAL/MWR Level-2 Outputs (Credit: CLS) 

The second function of the Level-2 processing chain is to compute and apply all geophysical 

corrections to the measurements. Examples of geophysical corrections are the tides or the reference 

surface used (e.g. geoid). 
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6 Thematic Use Cases  

A wealth of applications are possible using radar altimetry measurements, involving most geoscience 

fields and practised by more than a thousand teams of users around the world. From the óhistoricalô 

applications (geodesy, general ocean circulation) to the developing ones (solid Earth and coastal 

applications, etc) and the ones that have become classic (ocean variability, ice topography, 

hydrology), altimetry has shown over and over that it is a very productive technique. 

 

 

Figure 6.1.Example of some use cases 

In this section, we propose you with some practical examples of the applications of altimetry data. 

The type of data to use, the methodology and the main computations are detailed, as well as how to 

work with data using the Broadview Radar Altimetry Toolbox. Note that these examples are meant 

to give you the general guidelines, and that some adaptation will  be necessary to use them in other 

contexts. 

Ocean 

¶ Western boundary currents: the Gulf Stream and its seasonal variations 

¶ Altimetry  data processing for  mesoscale studies: Ocean eddies in the Kuroshio current 

¶ Altimetry  data processing for  mesoscale studies: Computing Geostrophic velocities 

¶ Alti metry for  coastal studies: The North Western Mediterranean Sea 

¶ Altimetry  for  coastal studies: The Agulhas current 

¶ Altimetry  for  coastal studies: The Florida Keys currents 

Ice 

¶ Sea ice studies: Altimetry and radiometry for sea ice classification 

¶ Ice studies: Altimetry for observing polar ice caps 

¶ Ice studies: CryoSat over continental ice 

¶ Sea ice studies: CryoSat over sea ice 

Climate 

¶ Monitoring  climate events: El Niño and ocean planetary waves 
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¶ Monitoring  climate change: The Mean Sea Level 

Atmosphere, wind &  waves 

¶ Wind &  waves: Seasonal distribution of Significant Wave Height 

¶ Altimetry  for  extreme weather studies: Hurricane Katrina 

Hydrology &  land 

¶ Temporal water surface height variations in enclosed areas: The Amazon Basin 

¶ Hydrology: Aral Sea level 

¶ Land studies: Altimetry over continental surfaces 

¶ Hydrology: Altimetric waveforms for monitoring lakes level 

¶ Hydrology: Altimetry for lake/reservoir studies by using hydrology dedicated products 

¶ Hydrology: Altimetry for wetland studies by using hydrology dedicated products 

Geodesy &  geophysics 

¶ Altimetry  and gravimetry : Use of GOCE toolbox in oceanography with altimetry 
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6.1 Geodesy &  geophysics 

 
 

Figure 6.2.Example of geophysical information extracted from altimetry (around Italy) (Credits 

University of Calgary) 

Geophysics is the study of the substances that make up the Earth and the physical processes occurring 

on, in and above it. Information derived from altimetry data can be used to study the Earthôs shape 

and size, gravity anomalies (geodesy), seafloor relief (bathymetry), tectonic plate motion and rifts 

(geophysics), etc. 

Although often linked to plate tectonics, tsunamis are very different, transient phenomena. However, 

their impact on the sea surface can be seen by altimeters in some cases, thus helping the study of their 

propagation. 

 

Further  information:  

¶ McAdoo, D., Marine Geoid, Gravity, and Bathymetry: An increasingly clear view with 

satellite altimetry, 15 years of progress in radar altimetry Symposium, Venice, Italy, 2006 

6.1.1 Bathymetry  estimate from altimetry  

Dense satellite altimeter measurements can be used in combination with sparse measurements of 

seafloor depth to construct a uniform resolution map of the seafloor topography. These maps do not 

have sufficient accuracy and resolution to be used for assessing navigational hazards, but they are 

useful for such diverse applications as locating obstructions/constrictions to the major ocean currents 

and shallow seamounts where fish and lobster are abundant. Detailed bathymetry also reveals plate 

boundaries and oceanic plateaus. 

http://www.altimetry.info/wp-content/uploads/2015/06/alti_to_bathy.jpg


Radar Altimetry Tutorial 

 Page: 83 of 356 

 

 

Figure 6.3. Bathymetry can be computed using altimetry together with other data (Credits CNES) 

A detailed knowledge of topography is fundamental to the understanding of most Earth processes. In 

the oceans, detailed bathymetry is essential for understanding physical oceanography, biology and 

marine geology. Currents and tides are controlled by the overall shapes of the ocean basins, as well 

as by the smaller, sharp ocean ridges and seamounts. Sea life is abundant where rapid changes in 

ocean depth deflect nutrient-rich water toward the surface. Because erosion and sedimentation rates 

are low in the deep oceans, detailed bathymetry also reveals mantle convection patterns, plate 

boundaries, the cooling/subsidence of the oceanic lithosphere, oceanic plateaus and the distribution 

of off-ridge volcanoes. 

Since it is impossible to map the topography of the ocean basins directly from Space, most seafloor 

mapping is a tedious process that is carried out by research vessels equipped with echo sounders. 

However, completely mapping the ocean basins at a horizontal resolution of 100 m would take about 

125 ship-years of survey time using the latest technology, with highly non-uniform data. Thus, until 

recently, our knowledge of the seafloor topography was poor. 

Radar altimeters aboard the ERS-1 and Geosat spacecraft have derived the marine gravity field over 

nearly all of the worldôs oceans with high accuracy and moderate spatial resolution. In March 1995, 

ERS-1 completed its dense (~8 km track spacing at the equator) mapping of sea surface topography 

between the latitudes of 81.5° North and South. These data have been combined and processed to 

form a global marine geoid or gravity grid [Cazenave et al., 1996; Sandwell and Smith, 1997]. In the 

wavelength band 15 to 200 km, gravity anomaly variations are highly correlated with seafloor 

topography and thus, in principle, can be used to recover topography. 

http://www.altimetry.info/wp-content/uploads/2015/06/bathy_atlantic_globe.jpg
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Figure 6.4. Gravity anomalies (left), derived from altimetry, and predicted topography (right) 

deduced from these gravity anomalies plus in situ measurements. (Credits NOAA/Scripps 

Institution of Oceanography) 

The basic theory for predicting seafloor topography from satellite altimeter measurements is 

summarised in a paper by Dixon et al. [1983]. The conceptual approach uses the sparse depth 

soundings to constrain the long-wavelength depth while the shorter-wavelength topography is 

predicted from the downward-continued satellite gravity measurements [Smith and Sandwell, 1994]. 

There are a number of complications that require careful treatment, e.g.: 

¶ computing bathymetry from gravity anomalies is only possible over a limited wavelength 

band, 

¶ longer wavelengths in this band are highly dependent on the elastic thickness of the 

lithosphere and/or crustal thickness, 

¶ sediments favour filling  bathymetric lows and can eventually completely bury the pre-

existing basement topography. 

References: 

¶ Cazenave, A., P. Schaeffer, M. Bergè, and C. Brossier, High-resolution mean sea-surface 

computed with altimeter data of ERS-1 (Geodetic mission) and Topex/Poseidon, Geophys. J. 

Int., 125, 696-704, 1996. 

¶ Dixon, T. H., M. Naraghi, M.K. McNutt, and S.M. Smith, Bathymetric prediction from Seasat 

altimeter data. J. Geophys. Res. 88, 1563-1571, 1983. 

¶ Smith, W.H.F., and D.T. Sandwell, Bathymetric prediction from dense satellite altimetry and 

sparse shipboard bathymetry. J. Geophys. Res. 99, 21,803-21,824, 1994. 

¶ Smith, W.H.F., and D.T. Sandwell, Global sea floor topography from satellite altimetry and 

ship depth soundings. Science 277, 1956-1961, 1997. 

Further  information:  

¶ Sandwell D.T. and W.H.F. Smith, Bathymetric estimation Satellite altimetry and Earth 

sciences, L.L. Fu and A. Cazenave Ed., Academic Press, 2001 

¶  Measured and estimated seafloor topography (UCSD, USA) 

http://www.altimetry.info/wp-content/uploads/2015/06/predictnew.jpg
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6.1.2 Geodesy  

Geodesy is the science of the Earthôs shape and size. Altimetry makes it possible to compute Mean 

Sea Surface; such a surface includes the geoid, i.e. the shape of the sea surface, assuming a complete 

absence of any perturbing forces (tides, winds, currents, etc.). The geoid reflects the Earthôs 

gravitational field. It varies in height by as much as 100 metres over distances of several thousand 

kilometres due to uneven mass distribution within the planetôs crust, mantle and core. Other less 

pronounced irregularities are also visible over smaller distances. These mostly reflect the ocean 

bottom topography. 

 

Figure 6.5. Mean Sea Surface, representing the sea level resulting from constant phenomena, 

computed from 20 years of altimetry data. This Mean Sea Surface is shaped by permanent ocean 

currents and, above all, by the gravity field. Differences below the surface of the Earth (for 

example, variations in magma temperature) can generate sea level variations of over 100 metres 

between two ocean regions thousands of kilometres apart. At smaller scales (a few kilometres), 

we can also observe on this surface (highlighted here so as to be visible) the influence of ocean 

floor topography (see bathymetry) which causes variations of several metres at the ocean 

surface. (Credits CNES/CLS) 

 

According to the laws of physics, if  we set aside any perturbing forces (tides, winds, currents, etc.), 

the surface of the ocean becomes an equipotential surface of the earthôs gravity field. Basically this 

means that if  we could place balls all over the surface of the ocean, none of the balls would roll down 

the hills of this surface because they would all be on the same ñlevelò (i.e. at the same gravity) and 

subsequently, that the waters of the currents would not flow due to geoid height variations. This 

equipotential surface deviates by up to 100 metres from the reference ellipsoid, the ideal shape which 

fits the rotating Earth most closely. These hills and valleys in the oceanôs surface are caused by minute 

variations in the earthôs gravitational field. For example the extra gravitational attraction of a massive 

mountain on the ocean floor attracts water towards it causing a local bump in the ocean surface; a 
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2,000-m-tall undersea volcano causes a bump about 2 m high, with a radius of about 20 km. This 

bump cannot be seen with the naked eye because the slope of the ocean surface is very low. In 

practice, altimetry data, collected by different satellites over many years, are combined to achieve 

high data density and to average out sea surface disturbing factors such as waves, winds, tides, and 

ocean variability. The only other component of mean sea surface that is not the geoid is then the static 

currents (mean dynamic topography), which have to be explained using different methods and then 

subtracted (see Altimetry Basic Principles, Large-scale ocean circulation, Applications). 

Long wavelengths geoid undulations 

 

Figure 6.6 EIGEN-CG01C Geoid.(Credits GFZ Potsdam) 

The greatest geoid heights and those most visible on a map, reflect deeply-buried density variations. 

Gravity  anomalies 

In order to enhance small-scale features, the high-precision geoid can be converted into a gravity 

anomaly. Gravity anomaly computations are quite complex, based on laws of physics, geometry and 

statistics (e. g. see [Sandwell and Smith, 1997]). 

 

 

Figure 6.7 EIGEN-CG01C Free Air Gravity Anomalies. (Credits GFZ Potsdam)  
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References: 

¶ Green, C. M., Fairhead, J. D., and Maus, S., Satellite-derived gravity: Where we are and 

whatôs next: The Leading Edge, 17, 77-79, 1998. 

¶ Haxby, W. F., Karner, G. D., LaBrecque, J. L., and Weissel, J. K., Digital images of combined 

oceanic and continental data sets and their use in tectonic studies: EOS, 64, 995-1004, 1983. 

¶ Li, Xiong, and Hans-Jürgen Götzez, Tutorial: Ellipsoid, geoid, gravity, geodesy, and 

geophysics, Geophysics, vol. 66, no. 6 (november-december 2001); p. 1660-1668, 2001. 

¶ Sandwell,D.T., and Smith,W.H.F., Marine gravity anomaly from Geosat and ERS-1 

satellites: J. Geophys. Res., 102, 10039-10054, 1997. 

¶ Yale, M. M., Sandwell, D. T., and Herring, A. T., What are the limitations of satellite 

altimetry?: The Leading Edge, 17, 73-76, 1998. 

Further  information:  

¶ Tapley, B.D. and M.C. Kim, Applications to geodesy, Satellite altimetry and Earth sciences, 

L.L. Fu and A. Cazenave Ed., Academic Press, 2001 

6.1.3 Other geophysical applications  

Geophysics is the study of the substances that make up the Earth and the physical processes occurring 

on, in and above it. Information derived from altimetry data can be used to study tectonic plate motion, 

rifts, etc. 

Plate Tectonics 

 

 

Figure 6.8. Gravity anomalies (top) in the North Atlantic measured in milligals (1 mGal = 10
-5

 

m/s²). Since gravity depends on distribution and density of material, features such as the Mid-

Atlantic Ridge and fracture zones show up clearly (Credits Legos). 

http://www.altimetry.info/wp-content/uploads/2015/06/anom_grav_sm.jpg
http://www.altimetry.info/wp-content/uploads/2015/06/deriv_anom_grav.gif
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Further  information:  

¶ Cazenave, A. and J.Y. Royer, Applications to marine geophysics, Satellite altimetry and 

Earth sciences, L.L. Fu and A. Cazenave Ed., Academic Press, 2001 

 

6.1.4 Tsunamis  

Tsunamis are waves triggered by the vertical deformation of the ocean bottom, caused by submarine 

earthquakes or landslides. They lead to waves crossing the oceans at high speed (around 800 km/h), 

and a potentially enormous quantity of water flooding the coasts when these waves come to shore. 

Theoretically, sea level anomalies observed by altimetry should reflect these waves. However, 

observation is difficult,  since the additional height is one of the signals of ocean variability. Studying 

the differences between the few altimetric observations and the tsunami propagation models should 

enable the scientific community to enhance their understanding of such phenomenon and to fine-tune 

the models. It is clear that only a multidisciplinary, multi-technique study can grasp all the forces at 

work here (geophysical, hydrodynamic, energetic etc.). 

Until the Indian Ocean tsunami on 26 December 2004, tsunami observations by satellite altimeters 

had been relatively insignificant. Studies carried out in the past [Okal et al.,1999] show that TOPEX 

was the only altimeter to detect a tsunami caused by an earthquake in Nicaragua in 1992. The signal 

was not clearly observed because of its weak amplitude, close to 8 cm, and the great ocean variability 

in this area. The probability of a satellite altimeter observing a tsunami is low because it requires that 

the satellite overflies the tsunami wave almost immediately after it originates, due to the tsunamiôs 

great propagation speed (about 800 km/h in an ocean 5,000m deep). Tsunami signals in the open 

ocean are also quite weak. 

  

  

Figure 6.9. Ground track for Jason-1 (top left) and Envisat (bottom left) overlaid by the CEA 

wave propagation simulation at the time of the satelliteôs passage. The area corresponding to the 

tsunamiôs front is circled. Sea level anomalies measured by Jason-1 and Envisat compared to the 

CEA simulation (top and bottom right) (Credits CEA & CLS). 

http://www.altimetry.info/wp-content/uploads/2015/06/tsunami_j1.gif
http://www.altimetry.info/wp-content/uploads/2015/06/tsunami_j1_sla.gif
http://www.altimetry.info/wp-content/uploads/2015/06/tsunami_en.gif
http://www.altimetry.info/wp-content/uploads/2015/06/tsunami_en_sla.gif
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Altimeter Sea Level Anomalies account for many different ocean signals such as large-scale and 

mesoscale ocean variability. These signals considerably limit  our ability to detect tsunami waves, or 

can at least significantly modify the observed characteristics. Most of these signals can be removed, 

however, using an ocean variability mapping technique. Note that this is possible only because at the 

time of the December 2006 tsunami, we had very good space/time sampling of the ocean with four 

altimeters. Such a configuration is required to describe the oceanôs mesoscale variability and thus to 

extract the signals generated by the tsunami from the background ocean variability signals. 

It must be noted that satellite altimetry is not sufficient for the early detection and warning of 

tsunamis. Even with a four altimeter configuration (as it was the case during the 26 December 2004 

Indian Ocean tsunami), the probability of observing a tsunami just after it is triggered remains low 

[Okal et al., 1999]. This also poses some specific data acquisition and processing issues (data 

processing time would hardly be compatible with the time required to issue an alert). The unique 

contribution of satellite altimetry is to better understand and improve the modelling of tsunami 

propagation and dissipation. In particular, reported observations from the 26 December 2004 Indian 

Ocean tsunami have been used to refine the initial displacement conditions due to the earthquake, so 

that observations match model outputs [Ablain, 2006]. 

Further  information:  

¶ Ablain, M., J. Dorandeu, P-Y. Le Traon, A. Sladen, The Indian Ocean Tsunami of December 

26, 2004, High Resolution Altimetry Reveals New Characteristics of the December 2004 

Indian Ocean Tsunami, Geophys. Res. Lett., submitted, 2006. 

¶ Ablain, M., J. Dorandeu, P-Y. Le Traon, A. Sladen, The Indian Ocean Tsunami of December 

26, 2004, Observed by Multi -satellite Altimetry, 15 years of progress in radar altimetry 

Symposium, Venice, Italy, 2006 

¶ Smith, W.H.F., R. Scharroo, V.V. Titov, D. Arcas, and B.K. Arbic, Satellite altimeters 

measure tsunami. Oceanography, 18(2), 11-13, 2005. 

¶ Okal, E., A. Piatanesi, and P. Heinrich, Tsunami detection by satellite altimetry. J. Geophys. 

Res. 104 (B1), 1999. 
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6.2 Ocean applications  

 

Figure 6.10. Mean Dynamic Topography (Credits CNES) 

The ocean is the surface studied by the majority of altimetry applications, and some missions are even 

optimised for it. Ultimate applications include oceanography itself, as well as the implications of 

ocean movements on climate (and vice-versa, the effects of climate change on the ocean). 

Ocean currents can raise sea surface height by up to a metre higher than the surrounding area. Currents 

can therefore be mapped by measuring height variations. Satellite altimetry, supplying continuous 

worldwide observations, has been increasing our knowledge of ocean circulation since the 1978 

Seasat mission. The ocean is also a turbulent environment ð especially so in the major current areasï

, where ómesoscaleô eddies (i.e. eddies measuring about 50-500 km across) are generated and move. 

The goal of operational oceanography is to describe in real-time and to forecast such ocean dynamics, 

with altimetry supplying the most important data for assimilation. 

The tides, another ocean phenomenon seen by altimetry, can now be gauged to within 2 cm, thanks 

largely to altimetry. This has helped to improve our understanding of Earth-Moon interactions such 

as the Moonôs impact on the length of the day on Earth, and has given some insight into one of the 

driving forces of the Earthôs climate system. 

Last, but not least, by tracking changes in sea level, altimetry helps us to monitor mean sea level, its 

time variations and geographical patterns. Many studies are ongoing, in the context of research into 

the greenhouse effect. 

 

6.2.1 Large-scale ocean circulati on  

A view of the global ocean circulation shows currents swirling around the hills and valleys at the sea 

surface. In the Northern Hemisphere, currents flow around hills in a clockwise direction and in an 

anticlockwise direction (the opposite occurs in the Southern Hemisphere) around valleys. These 

currents form gyres on either side of the equator. Planetary waves are other large-scale phenomena 

that are less easy to see on an instantaneous map, but nonetheless they too have a global impact. 

http://www.altimetry.info/wp-content/uploads/2015/06/mdt_globe.jpg
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Currents 

 

Figure 6.11. Changes in the extent of the Gulf Stream and the Kuroshio, as seen by 

Topex/Poseidon. The currents were óelongatedô in 1993 and 1999, and contracted in 1996 and 

2001. (Credits .University of Washington) 

The major ocean currents can raise sea surface height by up to a metre higher than the surrounding 

area. The deviation of the ocean surface elevation from the geoid is called ocean surface topography. 

This is used to calculate the speed and direction of ocean currents ð provided that the geoid is 

understood independently with sufficient accuracy, which, since the CHAMP and GRACE 

gravimetry satellites were launched. This understanding was enhanced further with the GOCE 

mission. After 4.5 years in orbit, it gathered enough data to map Earth's gravity with unrivalled 

precision. The 5th gravity field model based, EGM_TIM_RL05, with a mean global accuracy of 2.4 

cm in terms of geoid heights and 0.7 mGal for gravity anomalies at a spatial resolution of 100 km. 

Even without this knowledge, studies of the large-scale variations have been undertaken since the 

beginning of altimetry. Among other things, year-to-year variations in the extent of the Gulf Stream 

and Kuroshio currents have been observed, that can be correlated with changes in upper ocean heat 

content. These have an impact on ocean-atmosphere heat exchanges, with implications for decadal 

climate variations. 

¶ Data use case: Western boundary currents: The Gulf Stream and its seasonal variations 

Kelvin  and Rossby waves 

Though the major currents are very important, the ocean and climate are also influenced by 

phenomena that are more difficult  to see. óPlanetaryô waves cross the oceans along parallels and 

interact with general ocean circulation. These are either Rossby waves, which travel from east to 

west, or Kelvin waves which move in the opposite direction. They intensify currents such as the Gulf 

Stream or the Kuroshio. In addition, they may be reflected off the continents and return in the opposite 

direction, or follow coastlines. These waves and their reflections play a key role, in particular in the 

El Niño phenomenon. 

http://www.altimetry.info/wp-content/uploads/2015/06/200501_ssh_interann-var_sm.gif
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The existence of Rossby waves had been predicted theoretically for over 50 years, but they could not 

be observed until the advent of high-precision altimetry satellites. Their small amplitude (a few 

centimetres), extent (an ocean basin) and velocity (a few kilometres per day, depending on the latitude 

ï they take several years to cross the Pacific Ocean at the 30° latitude) made it nearly impossible to 

observe them using in situ measurements. Now that we know what we are looking for (they can be 

seen most clearly as a series of straight lines in longitude-time diagrams), we can also detect them in 

other kinds of satellite measurements. High-precision altimetry, however, remains the best way of 

detecting these waves. 

 

Figure 6.12. Comparison of longitude-time diagrams from three different sensors (altimeter, 

water colour, surface temperature). (Credits Southampton Oceanography Centre) 

Further  information:  

¶ Cipollini, P., P.G. Challenor, D. Cromwell, I.S. Robinson, G.D. Quartly, How satellites have 

improved our knowledge of planetary waves in the oceans, 15 years of progress in radar 

altimetry Symposium, Venice, Italy, 2006 

¶ Fu, L.L. and D.B. Chelton, Large-scale ocean circulation, Satellite altimetry and Earth 

sciences, L.L. Fu and A. Cazenave Ed., Academic Press, 2001 

¶ Brockmann, Jan Martin, Norbert Zehentner, Eduard Höck, Roland Pail, Ina Loth, Torsten 

MayerȤGürr, and WolfȤDieter Schuh. "EGM_TIM_RL05: An independent geoid with 

centimeter accuracy purely based on the GOCE mission." Geophysical Research Letters 41, 

no. 22 (2014): 8089-8099. 

 

6.2.2 Ocean currents and eddies: mesoscale ocean applications  

Ocean currents are sometimes compared to ósea highwaysô, because ships follow their flow to gain 

speed. But this picture is not wholly accurate. In fact, ocean currents are more like secondary roads 

branching off into narrow country roads and lanes, winding their way around hills and natural 

obstacles. The main flow of these currents is often disturbed by eddies that form at their edge. So the 

ocean is really more like a vast, slowly swirling whirlpool bath than a swimming pool divided into 

perfectly straight lanes. 

http://www.altimetry.info/wp-content/uploads/2015/06/200205_rossby_ocind_sm.gif
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Figure 6.13. Standard deviation computed from 12 years of altimetry data (all available satellites 

during the 1992-2004 period) (Credits Aviso) 

The ocean is a turbulent environment. The most energetic kind of ocean circulation variability is 

associated with so-called mesoscale variability (eddies, meandering currents or fronts, squirts and 

filaments), i.e. features on a 50-500 km scale, lasting 10-100 days, with currents of a few kilometres 

per hour. The energy of these mesoscale processes generally exceeds that of the mean flow by an 

order of magnitude or more. They also transport heat, salt, carbon and nutrients as they propagate 

through the ocean. Ocean eddies play an important role in ocean circulation and heat transport, as 

well as in the oceanôs biogeochemical cycles. The ability to monitor them from space has applications 

in navigation, offshore operations, fisheries, hurricane and climate forecasting, among others. 

Before the advent of satellite observations, this turbulence was mostly underestimated, or even 

ignored. For improved monitoring of such features, altimetry needs merged data from at least two 

satellites (see: High-precision altimetry with satellites working together). 

¶ Data use case: Ocean eddies as seen by satellite altimetry: the Kuroshio current 

Further  information:  

¶ Le Traon, P.Y. and R. Morrow, Ocean currents and eddies, Satellite altimetry and Earth 

sciences, L.L. Fu and A. Cazenave Ed., Academic Press, 2001 

¶ Morrow, R. and P.Y. Le Traon, Mesoscale Eddy Dynamics observed with 15 years of 

altimetric data,15 years of progress in radar altimetry Symposium, Venice, Italy, 2006 

  

http://www.altimetry.info/wp-content/uploads/2015/06/sdt_dev.jpg
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6.2.3 Operational oceanography  

 

 

Figure 6.14. Sea Surface Temperature computed by the Mercator global model (Credits Mercator 

Ocean) 

 

Satellite observations provide a unique opportunity to monitor changes in the ocean in real time, 

accurately, on a global scale, and with high resolution. As only the properties of the sea surface can 

be observed from Space, data assimilation systems are needed to improve the consistency between 

satellite data and model simulations, to dynamically extrapolate and interpolate measurements 

scattered in space/time, and to better exploit the results of observations. 

Ocean models are based on the laws of physics applied to a fluid (Newtonôs laws, along with 

thermodynamics). Data assimilation is a procedure that combines actual observations with models. 

This combination aims to better estimate and describe the state of a dynamic system ð the ocean. 

Estimates of this dynamic system are improved by correcting model errors with the observations on 

the one hand, and by synthesizing observations with the model on the other. 

The vast majority of assimilation methods used in oceanography and meteorology are based on 

minimising the squared difference between the observations and their modelled equivalents. Several 

different approaches are used to resolve this problem: they are divided into so-called sequential and 

variational methods (such as 3D-Var, 4D-Var). Sequential methods, which are more basic but also 

more robust, enable the density of a water column to be modified in the model in order to correspond 

to the satellite-observed sea level height. These calculations are performed sequentially and the results 

are compared with observations at regular intervals, thus allowing the model to be corrected. Other 

more advanced techniques are costlier and more difficult  to adjust due to their complexity. They 

include the variational method which aims to correct the initial conditions of the numerical model in 

order to obtain results that best fit  the observations made throughout the period studied. At any point 

in time, therefore, the correction takes into account past and future observations. This technique is 

useful for controlling large-scale changes in ocean circulation and monitoring phenomena such as 

equatorial waves. 

http://www.altimetry.info/wp-content/uploads/2015/06/test_psy3_ice_3D_lisse.jpg
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Figure 6.15. Sea level anomalies on 8 January 2003 from the medium-resolution Mercator model 

(1/3°), with assimilation of in situ SST measurements and (left) Jason-1 data only, (right) all 

available altimetry satellite data (Jason-1, ERS-2 and GFO). More detail can be seen in the right-

hand figure (Credits Mercator Ocean). 

Ocean models have now improved to the point where they are used to simulate and study the actual 

circulation of the ocean. 

Further  information:  

¶ Fukumori, I., Data assimilation by models, Satellite altimetry and Earth sciences, L.L. Fu and 

A. Cazenave Ed., Academic Press, 2001 

¶ Ocean Weather Forecasting, E. Chassignet and J. Verron Ed.,Springer, 2006 

 

6.2.4 Tides  

Tides have been studied for longer than most other ocean phenomena; however, for most of this time, 

the only measurements possible were those made by tide gauges on the coasts, mostly in harbours, 

which were thus subject to local factors, the geometry of the coasts and, in particular, the bathymetry. 

Now, satellite altimetry provides measurements of sea surface heights in the open ocean accurate to 

2-3 centimetres that are assimilated into mathematical tide prediction models. This has helped to 

improve tide models (now accurate to within 2 cm in the open ocean), and increase our understanding 

of Earth-Moon interactions such as the Moonôs impact on the length of the day on Earth. In return, 

tide models are used to remove tidal effects from altimetry data. 

http://www.altimetry.info/wp-content/uploads/2015/06/200507_j1_sm.gif
http://www.altimetry.info/wp-content/uploads/2015/06/200507_j1e2g2_sm.gif
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ïï  

Figure 6.16. Amplitude of the M2 tidal constituent (in centimetres) derived from the FES99 model. 

Cotidal lines indicating the phase every 30 degrees originate at amphidromic points where the tidal 

range is zero. (Credits Legos/CNRS) 

 

 

Figure 6.17. Amplitude of the lunar wave for a period of 6 hours (wave M4) in the 

particularly complex areas of the North Sea and English Channel. A long series of 

altimetry data, from Topex/Poseidon and then Jason-1, should make it possible to 

significantly improve forecasting.(Credits KMS) 

 

The combined attraction of the Moon and the Sun generates tides on Earth. Calculating their effects 

is not as easy as it might seem, as the distance and inclination of the Sun and Moon with respect to 

Earth, and with respect to each other, have to be factored in. The shape and size of ocean basins is 

another factor that makes predicting tides such a complex matter. In order to calculate tides, they have 

to be broken down into sinusoidal waves of given periods, each of which varies in amplitude and 

represents one component of the problem. Thus, one of the waves, called M2, is due to the attraction 

of a óvirtualô Moon placed on a perfectly circular orbit in the Earthôs equatorial plane. It has two high 

and two low tides per day (semi-diurnal wave). The K1 wave, with a diurnal period, reflects 

declination variations of the Moon and Sun. The amplitude of the tide at a given time and place is the 

http://www.altimetry.info/wp-content/uploads/2015/06/m2_amp_pha_fes99_sm.gif
http://www.altimetry.info/wp-content/uploads/2015/06/amp_lunaire.gif
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sum of all these sinusoidal waves. In certain areas, a hundred of these waves have to be added together 

to obtain a precise forecast. 

One of the questions that needs solving when using altimetry in tidal studies is the issue of aliasing. 

Depending on the satelliteôs repeat period, some tidal constituents are always seen at the same point 

in their cycle, and thus have not been accurately measured (this is especially true for sun-synchronous 

satellites, which see semi-diurnal tidal constituents as stationary), whereas other tidal constituents 

with periods shorter than the satelliteôs are measured with sparse sampling with respect to their 

duration, and are thus difficult  to piece together. 

  

In addition to their direct effects on maritime and coastal activities, tides appear to have a less well-

known impact on the Earthôs climate. This discovery, which is based on almost ten years of highly 

precise altimetry data, has led to a new understanding of the way in which the Moon influences our 

planet. Ocean waters are stratified according to their density. The different layers mix with difficulty.  

However the tidal currents coming into contact with the relief of the ocean bottom (even if  this is 

very deep) create waves which are propagated at the interface between two layers of different density 

(internal waves). It is currently thought that this mechanism contributes more than half of the vertical 

mixing of water masses. This mixing is fundamental to large-scale ocean circulation (thermohaline 

circulation) which enables the redistribution of heat from the equator to the poles. 

 

Figure 6.18. Energy flow of the semi-diurnal, lunar tidal wave (M2). The illustration shows the 

displacement of energy from areas in which it was generated towards dissipation areas. It has been 

demonstrated, for instance, that the energy dissipated on the Patagonian shelf (to the east of South 

America), one of the areas where tides are highest, comes from the Pacific and that 40% of the total 

energy contributed by the Earth/Moon system to ocean tides, is dissipated in the North Atlantic. 

(Credits NASA/GSFC) 

 

References: 

¶ Cartwright, D. E., Detection of tides from artificial satellites. Tidal Hydrodynamics, B. 

Parker. New York, John Wiley: 547-568, 1991. 

http://www.altimetry.info/wp-content/uploads/2015/06/flux_energie.gif
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¶ Cartwright, R. E. and R. D. Ray, Oceanic Tides From Geosat Altimetry, J. Geophys. Res. 

95(C3): 3069-3090, 1990. 

¶ Eanes, R. J. and S. V. Bettadpur, The CSR3.0 global ocean tide model, Austin, Cent. for 

Space Res. Univ. of Tex, 1996. 

¶ Le Provost, C., A. F. Bennett, et al., Ocean tides for and from TOPEX/Poseidon, Science 267: 

639-642, 1995. 

¶ Le Provost, C., F. Lyard, et al., A hydrodynamic ocean tide model improved by assimilating 

a satellite altimeter-derived data set, J. Geophys. Res. 103: 5513-5529, 1998. 

¶ Mazzega, P., M2 model of the Global Ocean Tide Drived from SEASAT Altimetry, Mar. 

Geod. 9(335-363), 1985. 

¶ Mènard, Y., E. Jeansou, et al., Calibration of TOPEX/POSEIDON at Lampedusa: additional 

results at Harvest, J. Geophys. Res 99(C12): 24487-24504, 1994. 

¶ Parke, M. E., R. H. Stewart, et al., On the choice of orbits for an altimetric satellite to study 

ocean circulation and tides, J. Geophys. Res. 92: 11693-11707, 1987. 

¶ Ray, R., A Global Ocean Tide Model From TOPEX/Poseidon Altimetry/ GOT99.2 ï 

NASA/TM-1999-209478. Greenbelt, MD, Goddard Space Flight Center/NASA: 58, 1999. 

¶ Schrama, E. J. O. and R. D. Ray, A preliminary tidal analysis of TOPEX/Poseidon altimetry, 

J. Geophys. Res. 99: 24,799-24,808, 1994. 

Further  information:  

¶ Le Provost C., Ocean tides, Satellite altimetry and Earth sciences, L.L. Fu and A. Cazenave 

Ed., Academic Press, 2001 

6.2.5 Mean Sea Level  

Sea level rise and the Greenhouse effect 

A large proportion of the worldôs population lives in coastal areas vulnerable to rising sea levels. 

Permanent submersion, repeated flooding, faster erosion of cliffs and beaches, increasingly saline 

estuaries and salt contamination of groundwater are just some of the possible consequences of a rise 

in sea level in low-lying regions. 
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Figure 6.19. Combined map of regional patterns of observed sea level (in mm/year). This map can 

be obtained using gridded, multi-mission Ssalto/Duacs data since 1993, which enable the local 

slopes to be estimated with a very high resolution (1/4 of a degree on a Cartesian projection). 

Isolated variations in MSL are thus revealed, mainly in the major ocean currents and ENSO events 

(Credits EU Copernicus Marine Service, CLS, Cnes, Legos) 

 

As global temperatures rise, mean sea level is rising with them: all the indicators point to an increase 

in the mean level of the worldôs oceans. As far as we can tell from a few isolated measurements taken 

around 1900, this rise has been continuing for at least a century. Today, thanks to the global coverage 

of altimetry satellites, estimates of the rise in sea level have improved in accuracy. With time series 

containing fifteen years of data, we can begin to observe trends and attempt to mitigate their effects. 
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Figure 6.20. Mean Sea Level variation computed from altimetry 1993-2017 (Credits 

CLS/Cnes/Legos) 

Altimetry provides a powerful tool for determining the extent and causes of sea level change. Since 

early 1993, Topex/Poseidon has been measuring global sea level variations with great accuracy, 

complemented and followed by Envisat and Jason-1. This long dataset indicates that, in terms of the 

global mean, sea level is presently rising at a significantly higher rate than the mean rate recorded by 

tide gauges for the past five or more decades (of the order of 1.8 +/- 0.3 mm/yr). The higher rate 

observed during the 1990s may indicate that sea level rise is accelerating due to greater land ice 

melting and/or increased ocean warming. Moreover, we cannot exclude the possibility that it at least 

partly reflects the decadal variability of the combined change in thermal and ocean mass. Longer 

datasets are needed to discriminate between the different hypotheses and to study this question 

further. 

Estimating mean sea level change and its sources is currently a very active research topic. Many 

teams are participating in fine-tuning the computations and studying the causes. 

 

Further  information:  

¶ Nerem, R.S. and G.T. Mitchum, Sea level change, Satellite altimetry and Earth sciences, L.L. 

Fu and A. Cazenave Ed., Academic Press, 2001 

¶ Nerem R.S., E; Leuliette and Cazenave A., Present-day sea level change, C.R. Geosciences, 

in press, 2006.  

¶ A. Cazenave, A. Lombard, R.S. Nerem, and K. DoMinh, Present-day sea level rise: do we 

understand what we measure?, 15 years of progress in radar altimetry Symposium, Venice, 

Italy, 2006 
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¶ Church, J.A., N.J. White, R. Coleman, K. Lambeck and J.X. Mitrovica, Global and regional 

sea-level rise, Papers of Note. Bulletin of the American Meteorological Society, 85 (7): 950-

952, 2004. 

¶ http://www.aviso.oceanobs.com/msl/ (Aviso/Altimetry, Mean Sea Level in cooperation 

between LEGOS, CLS and CNES) 

¶ http://sealevel.colorado.edu/ (University of Colorado at Boulder, USA) 

¶ http://copes.ipsl.jussieu.fr/Workshops/SeaLevel/ (Understanding Sea-level Rise and 

Variability Workshop, June 2006) 

6.2.6 Open Ocean - SAR  

SAR altimetry over ocean has attracted a lot of attention in the past years and huge progress has been 

made in a short timespan. CryoSat-2 was the first satellite to provide SAR, also known as 

delay/Doppler, altimetry data over the ocean, which permitted to demonstrate the significant benefits 

of SAR mode for ocean altimetry compared to conventional low resolution mode (LRM). Now 

Sentinel-3 will  continue to provide SAR measurements over ocean continuously and globally. 

 

The differences between the SAR mode and LRM in terms of shape of the waveforms and SNR can 

be appreciated in the figure below where two different echoes have been modelled. 

 

Figure 6.21. Delay/Doppler and conventional echoes for the same altimetric parameters (Pu = 1, 

Ű = 31 gates, SWH = 2 m; credit: Abderrahim Halimi, ENSEEIHT)  

As for the LRM case, the SAR waveform is affected by the state of the ocean: depending on the 

height of the waves, waveforms will  be wider or narrower as it is shown in the figure below. 
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Figure 6.22. SAR waveforms modelled using SAMOSA3 for waves of 3 (red curve) and 10 meters 

(blue curve), credits NOC 

Moreover, new retrackers are needed to process SAR waveforms. 

 

There are different types of retrackers and different groups of people working on them: 

 

¶ Numerical SAR waveform models, Phalippou & Enjolras, 2007, Phalippou & Demeestere, 

2011 from TAS and F.Boy et al., 2012 from CNES. 

¶ Semi-Analytical SAR waveform models, Wingham et al, 2004, Giles et al and Halimi et al., 

2012 and different evolutions of the SAMOSA retracker from the ESA-funded project: 

MartinȤPuig et al., 2008, Gommenginger et al., 2012 and Ray et al., 2013. 

¶ Fully-Analytical Physically-Based SAR waveform models. 

 

The convergence of results from different groups indicates a high level of confidence in the retrieval 

of geophysical information from SAR altimetry over ocean. Improvements offered by the SAR mode 

with respect to the conventional Low Resolution mode are the following: 

 

¶ Improved precision in range (and derived parameters: SSH, SLA, etc.) with respect to LRM 

data. In terms of 1Hz noise, improvement from 1.57 cm to 1.22 cm. 

¶ Improved precision in SWH with respect to LRM data. In terms of 1Hz noise, improvement 

from 11.09 cm to ~ 8.5 cm. 

¶ Improved along track resolution, shown in SLA and SWH spectra, so that scales of less than 

100km can be resolved. 

¶ Improved SNR (Fig. 6.21). 

¶ SAR products are consistent with LRM products or have known biases that can be corrected 

for. 

 Further  information:  

¶ Review of state of knowledge for SAR Altimetry over ocean, EUMETSAT REFERENCE: 

EUM/RSP/REP/14/749304, full  document link. 

¶ CP4O data access 

¶ ESA CP4O project 

¶ ESA SAMOSA Project 

¶ ESA SCOOP Project 

¶ ESA SHAPE Project 

¶ ESA SPICE Project 

http://eprints.soton.ac.uk/366765/1/SARAltimetry_Review_JasonCS_EUMETSAT.pdf
http://www.satoc.eu/projects/CP4O/data.html
http://www.esa.int/
http://www.satoc.eu/projects/CP4O/index.html
http://www.satoc.eu/projects/samosa/
http://www.satoc.eu/projects/SCOOP/
http://projects.along-track.com/shape/
https://www.seom-spice.org/
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6.3 Ice: Land and sea ice  

 

 
 

Figure 6.23. Topographic maps of Antarctica and the area around Lake Vostok (red circle), 

showing the ice plateau capping the lake (three kilometres below the surface). (Credits 

Legos/CNRS/NASA/GSFC). 

 

Altimetry measurements can also be used to determine sea ice thickness and glacier topography. Ice 

motion and spread are major indices of global climate change: ice, including sea ice, plays an active 

role in the climate due to the strong feedback induced by its high albedo, whereas continental ice 

mostly acts as a huge reserve of fresh water (77% of the Earthôs fresh water is frozen in Greenland 

and Antarctica), that could significantly contribute to sea level rise. 

The cryosphere plays an important role in moderating the global climate, and as such, the 

consequences of receding ice cover due to global warming are far-reaching and complex. While 

evidence suggests that ice sheets are relatively stable, there are indications that rapid changes are 

occurring around their margins, where the ice reaches the sea: changes that could weaken the ice 

sheets. 

Altimetry is one of the most powerful tools for observing sea ice and ice sheets. For sea ice, altimetry 

provides a unique way of measuring its thickness. For ice sheets, their topography can be measured 

by altimeters, at least by those that can reach high latitudes. Moreover, altimeters also provide other 

parameters such as backscatter coefficient and waveform shape that give information on surface 

roughness and snow pack characteristics such as stratification or ice grain size. These parameters are 

related to relevant unknown quantities affecting the climate, such as snow accumulation rate or snow 

drift caused by wind. 

Further  information:  

¶ Rèmy, F., The new vision of the cryosphere thanks to 15 years of altimetry, 15 years of 

progress in radar altimetry Symposium, Venice, Italy, 2006 

¶ Zwally, H.J. and A.C. Brenner, Ice sheet dynamics and mass balance, Satellite altimetry and 

Earth sciences, L.L. Fu and A. Cazenave Ed., Academic Press, 2001 

 

http://www.altimetry.info/wp-content/uploads/2015/07/200008_antarctica_lores.jpg
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6.3.1 Land Ice 

6.3.1.1 Polar Ice Caps 

Altimetry is a powerful tool for measuring both the dynamics and mass balance of ice sheets. 

Continental ice has an impact on sea level: if  both of the major Greenland and Antarctica ice sheets 

were to melt, the sea level would rise by about 80 m. 

 
 

Figure 6.24. Rate of elevation change of the Antarctic ice sheet between 2010 and 2013 

determined from CryoSat-2 repeat altimetry and smoothed with a 25 by 25 km median filter. Solid 

grey and white (inset) lines show the boundaries of 27 ice sheet drainage basins [Zwally et al., 

2012]. The CryoSat measurements reach to within 215꜡km of the South Pole, as compared to 930 

and 430꜡km for the ERS/Envisat and ICESat altimeters, respectively. Also shown (inset) are the 

numbers used to identify ice sheet drainage basins, with East Antarctica and the Antarctic 

Peninsula defined as basins 2 to 17 and 24 to 27, respectively, and West Antarctica defined as the 

remaining basins and the mask developed to identify elevation changes occurring at the density of 

ice (inset, black regions). Elsewhere, it is assumed that elevation changes are caused by 

fluctuations in surface mass balance alone, and we therefore applied a density of snow to these 

signals (inset, grey regions). Ice dynamical imbalance (IDI) is evident as thickening of the Kamb 

Ice Stream (basin 18) and as widespread thinning across the Amundsen Sea sector (basins 21 and 

22), with the latter signal affecting a considerably larger area than at any time in the past two 

decades [Shepherd et al., 2002, 2004; Wingham et al., 2009]. (Credits CPOM) 
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Topography is one of the parameters relevant to the processes acting on ice sheets. It contains the 

signature of the main physical processes (climate and dynamic), that act on an ice sheet on both a 

small and a large scale, and important information about local anomalies or general trend behaviour. 

Nowadays topography is also an initial condition for studying future evolution. Large-scale 

topography controls flow direction and its mapping enables the balance velocity to be derived. 

Moreover, the deformation and sliding velocities depend on the basal shear stress and thus on surface 

slopes. Accurate information about topography is, therefore, crucial to predicting future evolution 

and understanding ice dynamics, either by providing an empirical parameterisation of the flow laws 

or by pointing out unknown physical processes. 

Moreover, altimeters also provide other parameters such as backscatter coefficient and waveform 

shape that give information on surface roughness and snow pack characteristics, from the global to 

the kilometre scale. Since ERS-1 was launched, with an orbit as high as 82°N and S, our vision of the 

ice sheets has been radically transformed. This long series, with ERS-2 and Envisat following ERS-

1, has made it possible to discern changes in the shape and volume of both ice sheets, Greenland and 

Antarctica, which are related to climate change. Moreover, from April  1994 to March 1995, ERS-1 

was placed on a geodetic orbit (two shifted cycles with a 168-day repeat) so that the topography of 

both ice sheets could be mapped with a resolution of 2 km. This precise topography has led to the 

detection of subglacial lakes, subglacial hydrological networks, outlet glacier anomalies, etc. 

The 25 years of data from ERS-1, ERS-2, Envisat and Cryosat-2 have also made it possible to map 

the ice mass balance. Measurements from CryoSat mission, launched in 2010, have been used to map 

the height of the huge ice sheets that blanket Greenland and Antarctica and show how they are 

changing. It carries an interferometer altimeter, called SIRAL, the first of its kind to overcome the 

difficulties intrinsic to measuring icy surfaces. The instrument allows scientists to determine the 

thickness of ice floating in the oceans and to monitor changes in the vast ice sheets on land, 

particularly around the edges where icebergs are calved. Ice sheets gain mass through snowfall and 

lose it through melting and by glaciers that carry ice from the interior to the ocean. 

Examining the ice sheet regions individually we show that the Greenland, West Antarctic and 

Antarctic ice sheets have all lost mass over the past two decades, whilst the East Antarctic ice sheet 

has undergone a slight snowfall-driven growth. The Greenland ice sheet has lost the largest mass and 

accounts for about two-thirds of the combined ice sheet loss over the study period. In Antarctica, the 

largest mass losses have occurred in the West Antarctic Ice Sheet. However, despite occupying just 

4% of the total ice sheet area, the Antarctic Peninsula has accounted for around 25% of the Antarctic 

mass losses. 
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Figure 6.25. Time series of cumulative mass change and sea level contributions from the East, West 

and Antarctic Peninsula ice sheets (left), and the Antarctic, Greenland, and combined Antarctic and 

Greenland ice sheets (right). (Credits IMBIE) 

 

Further  information:  

¶ Rèmy, F., The new vision of the cryosphere thanks to 15 years of altimetry, 15 years of 

progress in radar altimetry Symposium, Venice, Italy, 2006 

¶ Zwally, H.J. and A.C. Brenner, Ice sheet dynamics and mass balance, Satellite altimetry and 

Earth sciences, L.L. Fu and A. Cazenave Ed., Academic Press, 2001 

¶ McMillan, Malcolm, et al. "Increased ice losses from Antarctica detected by CryoSatȤ2." 

Geophysical Research Letters 41.11 (2014): 3899-3905. 

¶ Shepherd et al., 2012 A reconciled estimate of ice sheet mass balance. 

 

6.3.1.2 Mountain Glaciers 

 

Satellite altimetry has been used extensively in the past few decades to observe changes affecting 

large and remote regions covered by land ice such as the Greenland and Antarctic ice sheets. Glaciers 

and ice caps have been studied less extensively due to the limitation of altimetry over complex 

topography. However, their role in current sea-level budgets is significant and is expected to impact 

over the next century and beyond (Gardner et al., 2011), particularly in the Arctic where mean annual 

surface temperatures have recently been increasing twice as fast as the global average. 

 

Radar altimetry is well suited to monitor elevation changes over land ice due to its all-weather year-

round capability of observing ice surfaces. Since 2010, the Synthetic Interferometric Radar Altimeter 

(SIRAL) on board the European Space Agency (ESA) radar altimetry CryoSat-2 (CS-2) mission has 

been collecting ice elevation measurements over glaciers and ice caps. Its Synthetic Aperture Radar 

Interferometric (SARIn) processing mode reduces the size of the footprint along-track and locates the 

across-track origin of a surface reflector in the presence of a slope. This offers new perspectives for 

the measurement of regions marked by complex topography. 

 

More recently, data from the CS-SARIn mode have been used to infer elevation beyond the point of 

closest approach (POCA) with a novel approach known as ñswath processingò (Hawley et al., 2009; 

Gray et al., 2013; Foresta et al., 2016). Together with a denser ground track interspacing of the CS 
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mission, the swath processing technique provides unprecedented spatial coverage and resolution for 

space borne altimetry, enabling the study of key processes that underlie current changes of ice caps 

and glaciers. 

 

  

Figure 6.26. Comparison between swath-processed (Swath) and conventional (POCA) surface 

elevation change rates over the six largest ice caps in Iceland, representing 90% of the glaciated area. 

V (Vatnajökull), L (Langjökull),H(Hofsjökull),M(Mýrdalsjökull), D (Drangajökull), and E 

(Eyjafjallajökull). The inset shows the location of individual elevation measurements by using Swath 

and POCA approaches over Langjökull. [Credit: Luca Foresta et al. (2016).] 

 

Further information:  

¶ Tepes, Paul, et al. "CryoSat swath altimetry to measure ice cap and glacier surface elevation 

change." AGU Fall Meeting Abstracts. 2016. 

¶ Gardner, A.S., Moholdt, G., Cogley, J.G., Wouters, B., Arendt, A.A., Wahr, J., Berthier, E., 

Hock, R., Pfeffer, 10 W.T., Kaser, G. and Ligtenberg, S.R., 2013. A reconciled estimate of 

glacier contributions to sea level rise: 2003 to 2009. Science, 340(6134), pp.852-857 

¶ Foresta, L., et al. "Surface elevation change and mass balance of Icelandic ice caps derived 

from swath mode CryoSatȤ2 altimetry." Geophysical Research Letters 43.23 (2016). 

6.3.2 Sea ice  

Sea ice is one of the least-known parameters needed for climate modelling. While its extent and age 

can be measured by other sensors, altimetry is the only one providing sea ice thickness. 
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Figure 6.27. Average spring (March-April)  Arctic sea ice thicknesses from 2012 to 2016  from 

satellite altimeter measurements of ice freeboard (height by which the ice extends above the waterôs 

surface). Data are not available for the marginal ice zone, or above the ERS latitudinal limit of 

81.58°N. Ice freeboard data are converted to thickness using fixed ice, snow and water densities and 

regional monthly snow depth. The mean thickness excludes thin ice (less than 0.5-1 m) and open water. 

(Credits University College London/Centre for Polar Observation and Modelling) 

 

Sea ice is seawater that has frozen. It contains little salt as most of it is rejected as it forms. Sea ice 

covers the Arctic Ocean more or less permanently above the latitude of about 75°N. This permanent 

ice cap is composed of pack ice, which is kept in continuous motion by the wind, tides and ocean 

currents. It must be noted that, since sea ice is floating, if  it were to melt it would not cause the sea 

level to rise directly. However, due to its high albedo, ice directly affects the global Earth energy 

budget by reflecting about 80% of incident sunlight back out to Space. Thus, once formed, ice tends 

to be maintained. However, if  ice cover were to decrease, less solar radiation would be reflected away 

from the surface of the Earth ï causing the ice to absorb more heat and consequently melt faster still. 

The thickness of Arctic sea ice also plays a central role in the polar climate as it moderates heat 

exchange by insulating the ocean from the cold polar atmosphere. Moreover, as sea ice forms, the 

salinity, and therefore the density, of the upper ocean increases. This density increase causes the 














































































































































































































































































































































